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इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अजग संकलन रुप में रखा जा सके 
( Separate paging is given to this part in order tha . it may be filed as a separate compilation ) 


FIT NIE 2 

(PART III - SECTION 2) 
- पेटेन्ट कार्यालय द्वारा जारी की गई पेटेन्टों और रिजाहनों से सम्बन्धित अधिसवमाए और मोटिस 
(Notifications and Notices Issued by the Patent Office relating to Patents and Designs 


Patent Ofico Brunch , 
Wing C ( C4, A ) 
IIIrd Floor , Rajaji Bhavan, Besant Nagar, 
Chennal -600 090 . 


The States of Andhra Pradesh , 
Kardataka , Kerala , Tamilonda and 
Pondicherry and the Union 
Territories of Lacondive, Minicoy 
and Aminidivi Ialando. 


Telegraphlo address " PATENTOPIS " 


THE PATENT OFFICE 
PATENTS AND DESIGNS 

Calcultn , the 03rd January , 1998 
ADDRESS AND JURISDICTION OF THE OFFICES OF 

THE PATENT OFFICE 
The Patent Ofice has its Head Office at Calcutta and 
anch Offices at Mumbal, Delhi and Chennai having territo 
al Jurisdiction of a Zonal baalo u shown below : 

Patent Offico Branch , 
Todi Estote , IIIrd Floor , 
Lower Pare! (Wort) , Mumbal -400013. 
The States of Gujarat , 
Maharashtra , Madhya Pradesh word 
Goa and the Union 
Territorios of Daman and 

Dlu and Dadra and Nagar Havell. 
Telegraphic address " PATOFFICE 

Patont Oruco Branch , 
Unit No. 401 to 405 , IIIrd Floor, 
Municipal Markot Building, 
Saraswati Marg , Karol Bagh , 
Now Delhi -110 005. 
The States of Haryan , 
Himachal Pradesh , Jammu and 
Kashmir , Punjab , Rajasthan , 
Uttar Pradesh and Delhi and 
the Unlon Territory of 
Chandigarh 

Telegraphic address " PATENTOFIC" : 
1 _ 397 GI /97 


Patent Office , ( Hoad Office ) , 
" NIZAM PALACE ", 2nd M .S .O . 
Building. Sth , 6th and 7th 
Floor, 234 / 4 , Acharya Sagadiah 
Boso Road , Calcutta -700 020 . 
Rest of India . 


Telegraphic address " PATENTS " 


All applications, notices, statements or othor doonnomat 
or any fees required by the Patents Act, 1970 or the Patents 
Rules , 1972 will be received only at the appropriate offico 
of tho Patont Office . 


Fees : - - The fees may either be pald in cash or may be 
sent by Money Order or payable to the Controllor at the 
appropriate Offices or by bank draft or cheque payablo , to 
the Controller drawn on a scheduled bank at the pince 
where the appropriate omice is sl uated , 
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पटट कार्यालय शाखा , 
विंग " सी " ( सी - 4 , ए) , 
सीसरा नल , राजाजी भवन , 
बसन्त नगर , चेन्नई -600090 । 


पोटेट कार्यालय . . 

एकस्य तथा अभिकल्प 
फलकसा, दिनांक 3 जनवरी , 1998 
फ्टटे कार्यालय के कार्यालयों के पते एवं क्षेत्राधिकार 
पंटेट कार्यालय का प्रधान कार्यालय कलकत्ते में अवस्थित है 
सभा मुम्बई , दिल्ली एवं पन्ना में इसके शाखा कार्यालय है , 
जिमके प्रादेशिक वाभिमार जोन के आधार पर निम्न रूप में 
प्रशित है : 

पटट कार्यालय शाखा, टोयो इस्टेट , 
तीसरा तल , लोअर परेल (प . ) , 
मुम्बई -400013 । 


आन्ध्र प्रदेश , कर्नाटक , केरल , तमिलनाड , 
तथा पाण्डिचेरी राज्य एवं 
संघ शासित क्षेत्र , लक्षदीप , मिनिकाय 
तथा एमिनिदिवि दयीप । 


शार पता - " पटटोफिस " 


गअगत , महाराष्ट्र , मध्य प्रदशः 
तथा गोआ राज्य मंत्र संघ 
गायन क्षेत्र , दमन तथा दोध एवं 
राक्षर और नगर हवेली । 


पंटट कार्यालय (प्रधान कार्यालय ) 
निजाम पैलम , दिवतीय शान्हमालीप कार्यालय 
भधन , 5 , 6 सभा र तल , 
224 / 4 . प्राचार्य जगश लोभ आर्य , 
कलकला - 700020 । 


भारत का अवशेष क्षेत्र । 


• - सा 


- " पटफिस " 


तार पता . " परदेस 


का कार्यालय शाखा 
एकक म . 401 में. 105 , तीसरा ाल 
नगरपालिका बाजार भवन . . . 

सरस्वती मार्ग , करोल बाग , 
. मह दिल्ली - 110 005 . 

राणा निमाचल . जम्म 
तथा कीर पंजाय . राजस्थान , 
उत्तर प्रन श तथा दिल्ली राज्य 
क्षेत्रों एवं संघ शासित क्षेत्र चंडीगन । 


पर समिनियम 1970 - नियम , 1972 में 
अभिरा सभी सावदन -पत्र , मा . शिवरण या अन्य प्रमख पैटट 
कार्यालय के केवल सण्यकता कापिय में ही प्राप्त किए जाएं म । 


शल्क : शल्को की अदागी गा तो नकद की जाएगी अथवा 
उपयवा कार्यालय में नियंत्रक को भगक्षाा रोग्य धनादोश गवा 
डाक आदश या जहां जान मायाप्रथिाल . उस स्थान 
के अनुचित बक से नियंत्रक को भगतान योग्य मक डाफ्ट अथवा 
चक धारा की जा सकती है । 


तार पसा - " पटटीफिक " 


CHAPTAHILOR: - 


AMARH I - - 


APPLICATION FOR THE PATENT FILED AT THE 
HEAD OFFICE 23414, ACHARYA JAGADISH BOSE 
ROAD , CALCUTTA - ? ? . 

The dalce shown in the crocent brackets are the datua 
claimed under section 135, tinder Patent Act, 1970 . 


2144 / Cal /97 ELI Lilly and Company . Process for the gynthe 

sls oť Binzothirplanet . ( Convention No . 607 

(031,181 01 19 - 11 - 1996 in U. S. A. ) . 
2145 ; C . 1 / 97 Sun Coal Company . A method of converting 

coal ta coke in a coking oven . ( Divided out of 

No . 352 /Cal / 9-4 , dated 12- 5 -94 ) . 
2146 / Cal / 97 The Research Found tion for Microbial disesea 

of Osakn University . A method for identifying 
the attenteil varicella virus Oka strain or a 

strnin derived therefrom . 
2147 / Cal / 97 Vartax Pharmacriticials Incorporated , Novel 

methirts and conimusii ona for stimulating neurite 
growth - end process for prontation of such comino 
sitions. ( Convention No . 08 / 749, 114 on 13 - 11- 96 
in U .S . A . ) . 


13- 11 -1997 
2140 / Cal / 97 Siemens Aktienoesellschaft & TFB Felneus 

swerk Bochum GMBH. " Method and device for 
directe i freczing of a meit " . ( Convention No . 

19647313. 6 on 13- 11 - 96 in Germany ) . 
2141 / Cal / 97 Stoller Enterprises Inc. Fertilizer compositions 

including chelated methal ions. ( Convention No . 

60 / 030. 168 on 13-11-96 in USA). 
2142 /Cal / 97 E . I. *Du Pont De Nemours and Company & 

Genoncof International Inc . Method for the pro 
diction of 1.3 - propanediol by recombinant orga 
nisms. ( Convention No. 60 / 030, 601 on 13- 11 - 96 

in U . S. A. ) , 
2143 / Cal / 97 Morck Patent Gesellschaft MIT Beschrankter 

Haftung. Process for the production of shapes 
Or unshaped polyol inateriale . ( Convention No. 
DE 19647282 . 2 on 15 - 11 - 96 in Germany ) , 


2148 / Cal / 97 VArtor Pharmaceutirals Incorporated . Novel 

mirhosts 10 connexitions for ginulating neurito - 
growih . Convention No . 08 / 749 , 114 in U . S . A . ) 

un 13- 11 - 95. 
2149 / Cal / 97 Vertex Pharmaceuticals Incorporated. Now 

methoda and connotitians for simulating neurite 
growth and process for nreparation of auch comno 
sitions, ironvention No . 08 / 748, 447 on 13 - 11 
1096 in U . S. A . ) . 
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2150 / Cal / 97 Vertex Pharmaceuticaj lacui porated . Methods 

and compositions for stimullitling neurite growth 
and process for preparation of such compositions, 
(Convention No . 03 / 748 ,448 OD 13 - 11- 96 in 

U . S . A . ) ; 
2131 / Cal / 97 Vertex Pharmaceuticals Incorporated . Methods 

and compositions for stulating theurite growth 
(Convention - No. 03 / 748,448 on 13 -11 - 96 in 

U .S . A . ), 
2192 / Cal /97 Vertex Pharmuccuticals Incorporated . New 

methods and compositicne for stimulating neurite 
growth . ( Convention No. 08 / 748 , 447 on 13 - 11 -96 

In U . S . A . ) . 
2153 /Cal / 97 Infectio Djagnostic ( 1, 0 . 1. ) Joc , Specio -apeci 

fic, penub -specuit and universal dna probes and 
ampilicaiion primery to rapidly detect and identify 
commou bacterial and fungal pathogens fod ug 
sociated aptibiotic rcbs . nce genes crom chin cal 
specimens for diagnosis in microbiology laborato 
ries and a kit for sich detection . 


2164 / Cal / 97 Samsung Electronics Co . Ltd . Modal evolution 

optical coupler and picthod for manufacturing tho 
same. ( Convention No. 96 -55043 on 18 - 11 -96 in 

Korea ) , 
2165 / Cal / 97 Samsung Electronics Company Ltd . Multi-modo 

optical coupler and method for manufacturing tho 
samo. ( Convention No. 96 -55043 on 18 - 11- 96 in 

Korea ) . 
2166 / Cal / 97 Gaba International AG . ‘ Amine hydrofluorides 

and process for their preparation (Convontion 
No . 2843 / 96 on 18 - 11 -96 in Switzerland ) . 


17 - 11 -97 


bon 


2154 / Cal /97 Athena Neurosciences , Inc. & Eli Lilly and Co . 

Methods and compounds for inhibitings B -amyloid 
peptide telcasc and / or its synthesis . ( Convention 
No. 08 / 73 .5 , 442 on 22 - 11 - 96 . 08 /808 , 328 on 28 
2 - 97 . 08 / 807 , 328 op 28 - 2 - 97 , 08 / 807 , 427 00 

28 - 2 - 97 in U . S . A .) . 
155 / Cal / 97 Emitoc Gesellschaft Method and apparatus for 

determining a cel density of a honcycomb body, 
in particule for an CXMust pus catalytic conver 
ter. (Convention No. 19648272 . 0 on 21 - 11- 96 in 

Germany ) , 
. 2156 / Lal / 97 Siemens Aktiengeweilscbaft . Method and baso 

station syston for cominguration of a radio inter 
face between a mobilc station apd a base station 
in a time- division muliple movile tu110 sys. em 
for packet data stolásion . ( Convention No . 
1964 /629 . 1 on 18 -11- 16 & 14652503. 6 on 16 - 12 

96 in Germany ) . 
157 / Cal /97 Siemens Aktiengeseilschaft. Computer- aided 

inetbod for partitioning of an electrical circuit . 
( Convention No. - 14047622, 4 in 18 - 11- 96 in 

Germuny ) . . 
! 138 / Cal / 97 Siemens Akiiengesellschaft . Method and baco 

station system lor configuration of a radio inter 
face between a mobile slation and a base station 
in a timc- livisida inultiplex mobile ratio system 
for packet data transmission . ( Convencion No . 
19647629 . 1 on 18 - 11- 96 & 19652303 . 6 on 16 - 12 - 96 

in Germany ) . 
2159 / Cat / 97 Siemens Aktiengesellschaft . Method and base 

station system for configuration of a radio intr 
face betwcen a mobile slation and a base station 
in a time-divisjon mulliplex mobile radio system 
for packet data transmission . ( Convention No , 
19647629 . 1 51 18 - 11- 06 & 19652303 , 6 on 16 - 12 - 96 

in Germany ). 
60 / Cal / 97 Siemens Aktiengesellschaft. Method and base 

atation system tot configuration of a radio inter 
face between a mobile station and a base station 
in a time-division multiplex mobile radio systein 
for packet data transmission . ( Convention No. 
19647629 . 1 in 18 -11- 96 & 19652303. 6 on 16 - 12 - 96 

in Germany ), 
[ / Cal /97 Dilip Kumar Mallic . V roller sliver spinning 

frame 
162 /Cal / 97 Murata Manufacturing Co . Ltd . Barium tita 

nnto neries semiconductor porcelain - composition , 
Convention No. 8 -309556 on 20 . 11 - 96 & 9 -4933 

on 14 -01- 97 in Japan ) . 
2163 / Cal /97 Pepsieo Inc . A beverage composition and 

method for its preparation . ( Convention No. 08 / 
748 ,975 on 14 - 11-96 in U . S . A .), 


18 -11 -97 
2167 / Cal / 97 Dr. Dasalu Kuntoy Bhimarao Adaptha Nara 

yana , Dhiraj Khattar, Sukbdev Sing, Pankaj 
Kumar Agarwal. An inproved dentifrice com 

position , 
2168 /97 Aaki Holdings . Spherical slaped semiconductor in 

tegrated circuit . (Convention No. 60 / 032 ,340 on 

4 - 12 -96 in U . S . A .) . 
2169 / Cal / 97 Symmetricom Inc . A dielectric -loaded antenna 

( Convention No. 9624649 .1 on 27 - 11 -96 & 

9709518 .6 on 9 -05 - 97 in U . K . ). 
2170 /Cal / 97 N R . Development Ltd , Container for housing 

heat generating equipment. ( Convention No. MI 

96 A 002415 on 20 -11- 96 in Italy ). 
2171 /Cal / 97 Siemens Aktiengesellschaft. Receiver unit for 

a radio communicalion system for receiving subs 

criber signals over a radio interface . 
2172 / Cal / 97 Siemens Aktiengesellschaft . Semiconductor chip 

and water with protective coating, mainly of cera 
mic . (Convention No . 19649652 . 7 on 29 - 11 - 96 in 

Germany ) . 
2173 /Cal/ 97 Noise Cancellation Technologies , Inc. Electroa 

coustic transducers. (Convention No. 9626439 . 5 

on 20 - 12 -96 . & 5700336 . 2 on 09- 01 - 97 in U . K . ) . 
2174 / Cal 97 Mitsuba Corporation . Coaxial engine starter . 

( Convention No. 08 - 320171 on 29 - 11-96 & 08 

320176 on 29 - 11 - 96 in Jupan ) . 
2175 /Cal / 97 Mitsubislıi Denki Kabushiki Kajsha . Fuel- fead 

system for an engine. ( Convention No. 9 - 142129 

on 30 -05 - 97 in Japan ) . 
2176 / Cal /97 West Bengal Pharniaceutical & Phytochemical 

Development Corporation Ltd . Improved insect 

repellent composition and to a method of prepa 
ration of the same. 


19 - 11- 1997 


2177 / Cal / 97 ELI Lilly and Company . Reducing agent for 

ereductive alkyltion of glycopeptide antibiotics . 
( Convention No . 60 /031,595 on 21-11- 96 in 

U . S . A . ) , 
2178 /Cal /97 ELI Willy and Company. Reductive alkylation 

of glycoreptide antibiotics ( Convention No. 60 / 

031, 396 on 21- 11- 96 in U .S . A . ) . 
2179 / Cal/ 97 Kimberly - Clark Worldwido , Inc . Improved colo 

rant stabilizers . (Convention No . 087737,222 on 

27 - 11 -96 in U .S . A ) . 
2180 / Cal /97 ABB Air preheater Inc. Air preheater heat 

transfer surfaco . ( Convention No. 755 ,484 on. 

22 - 11- 96 in U .S . A .) . 
2181 / Cal / 97 E . I. Du Pont De Nemours & Co. Procesaing 

ald system ( Divided out of No . 133 / Cal /95 
dated 10 - 2 -95 ) . 


2182 /Cal /97 Koravision Inc . A dissector blado Assembly 

. Suitable for forming & generally circumcornoal 

interlammelar channel in an eye . (Divided out of 
No. 203 / Cal / 93 dated 08 - 04 -93 ) . 
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COMPLBTE SPECIFICATION ACCEPTED 


2183 / Cal /97 Jonathan Dallas Toyo . Plant treatment material 

and method. ( Convention No. 299783 on 19 - 11 

06 & 928780 on 18- 9 - 97 In New Zealand ) . 
2184/ Cal /97 New Technologies (SA- YSY) Ltd . Cardian out - . 

put chanced pacemaker , 
2185 / Cal / 97 New Technologies (SA -YSY ) Ltd . Cardiac out 
put controllor. 

20- 11- 1997 
2186 /01/ 97 Asok Kumar Pal, Ibha Pal & Saberi Pal. An 

improved pump / compressor . 
2187 / Cal/ 97 Asia Automation Industrielle SA . Process for 

, the manuflacture of tube bodles . ( Convention 

No. 96118685 . 5 on 21 - 11 - 96 in Germany ) . 
2188 / CAl / 97 . Ano Leo , Reuseable spin- on multi system oil 

filter and method of reclaiming used filter canis 


Notice to hereby given that any person interested in oppos 
ing the grant of patents on any of the Applications concord 
ed , may , at any timo within four months of the date of the 
inic or within such further period not exceeding one month 
applied for on Form - 14 prescribed under the Patents Rulos, 
1972 before the expiry of the said - period of four months, 
given notice to the Controllor of Patopts at tho appropriato , 
office on the prescribed Form- 15, of such opposition. Tho write 
ton statemont of opposition should be filed alongwith tho sald 
notico or within one month of its date as prescribed in Rulo 
36 of tho Patents Rulen, 1972 . 


The classifications given below in respect of each specifico 
tion are according to Indian Classification and International 
Classification 


ters 


2139 / 1 / 97 Samsung Electronics Co. Ltd . Method for 

generating load signal tog boomerant technique . 
( Convention No. 1922 / 1997 on 23- 1 -1997 in 

Korda ) . 
2190 / Cal / 97 Hitachi, Ltd , Optical amplifier unit control 

methods , opiidal amplifter systems and systems 

whicb Uso the methods and amlifier systems. 

- ( Convention No . 08 - 313759 on 25 - 11 - 96 in Japan) . 
2191 / Cal / 97 KSB Aktiengesellschaft , Section control valve , 

( Convention No . 19653937 . 4 on 21 -12- 96 & 1972 

5376 . 8 on 16- 6 - 97 in Germany ) . 
2192 / Cal /97 E. I . Du Pont De Nemours and Company, Herbi 

. cldas salts. ( Convention No. 60 /033 , 895 on 20 

___ 12 - 964 60 / 958, 647 on 9- 11 - 97 in U . S . A . ) . 
2193 /Cal /97 E .I. Du Pont De Nemours and Company. Mothyi 

substituted fungicides and arthropodicicds. ( Con 
vention No. 60 / 033,641 om 19 - 12- 96 & 60 / 048, 844 
on 6 - 6 - 97 In U . S. A .) . 


Typed or photo copies of the specifications together with 
photo copies of the drawings , If any , can be supplied by the 
Patont Office, Calcutta or the appropriate Branch Office on 

paymopt of the prescribed . copying carxes which may be 
. Afcertained on application to that office . Photo copying 

charges may be calculated by adding the number of pages 
to the specification and drawing ahcato mentioned below agulant 
cach accepted specifluation and multiplying the same by two 
to get the charges as the copying charges per pago are 
Ra2/ .. 


स्वीकृत सम्पूर्ण यिनियश 


. 


एतद्वारा यह सूचना दी जाती हक सम्बद्ध आवेदनों में 
से किसी पर पटट अनुधाम के पिरध करने के इच्छक का 
व्यक्ति , इसके निर्गम की तिथि से पार ( 4) महीने या परि 
एसी अवधि को उक्त 4 महीने की अवधि की समाप्ति के पर 
पटट नियम , 1972 के तहत विहित प्रपत्र 14 पर आवेदित एक 
महीने की अवधि से अधिक न हो , के भीतर कभी भी 
नियंत्रक , एकस्व को उपयूषन कार्यालय में एसे विरोध की 
सूचना विहित प्रपत्र 15 पर द . सकत ह । विरोध संबंधी 
लिखित वक्तव्य उक्त सूचना के साथ अथवा पेटंट नियम , 1972 
के नियम 36 में यथा विहित इसकी तिथि के एक महीने के 
भीतर ही फाइल किए जाने चाहिए । 


21 - 11- 1997 
2194 / Cal / 97 Philips Electronica N. V . Multiple plus for 

onielectric equipment . ( Convention No . 

on 26. 11 - 96 in Frtance ) . 
2195 / Cal / 97 Steag Microtech GmbH. Device for the treat 

ment of substrates. ( Convention No . P19648498. 7 

on 22 -11- 96 in Germany ) . 
2196 /CA / 97 Eaton Corporation . Electromagnetically operated 

electric switching apparatus. ( Convention No. 

08 / 753,353 on 25-11-96 In U.S. A .) . 
2197 / CH / 97 PPG Industries, Inc. Novel photochromic hefero 

cyclic fused . indenonaphthopyrans, 
i 2198 /CA1 / 97 EI. Du Pont De Nemours and Complany. Her 

bicidal Heterocyclic amides . ( Convention No . 

60 / 032, 835 on 13 - 12 - 96 in U . S . A . ) , 
2199 / Cal /97 Hevlett-Packard Company . Apparatus and 

- method for conditioning photoconductor . ( Con 

vention No . 08 / 843, 911 on 17. 4- 97 in U . S . A. ) . 
2200 / Cal /97 Thaumaturge Pty Ltd . Improved object manu 

facture . ( Convention No. P6 3765 on 21- 11- 96 , 
PO. 4101 on 6 - 12- 96 , FO4474 on 6 - 1 - 97, PO5903 

on 27 - 3 -97 & P06951 on 22 - 5 -97 in Australia ) . 
2201/ CA /97 Colin Pearson , " Fluld driven pumps and appa 

ratus employing such pumps " . ( Convention No . 
9624205 . 2 on 21 - 11 - 96 & 97073466.4on 11 -04- 97 

in United Kingdom ). 
2202 /04 / 97 Cricket S . A ., " A gas lighter comprising safety 

ignition system". ( Convention No . 9615529 on 

12 -12 -96 in France ) . 
2709 /01/ 97 Synthelabu, " N -YImidazolylbutyl) benzencetul 

phonamide derivatives, their preparation and their 
Application in therapoutics " (Convention No. 
9614309 :00 22-11 .96 in France ). 


" प्रत्येक विनिश के सवर्भ में नीचे दिए धोकरण , भारतीय 
वर्गीकरण तथा अन्तर- राष्ट्रीय वर्गीकरण के अनुरूप है । " 

रूपांकन (चित्र आरसी) की फोटो प्रतियां , यदि कोई हो , के 
साथ बिनिशों की अंकित अथवा फोटो प्रतियों की आपूति 
पंटेट कार्यालय , कलकत्सा अथवा उपयुक्त शाखा कार्यालय द्वारा 
विहित लिप्यान्तरण प्रभार जिस उक्त कार्यालय से पत्र व्यवहार 
द्वारा सुनिश्चित करने के उपरांत उसको अवायगी पर की या 
सकती है । बिनिश की पृष्ठ संख्या के साथ- प्रत्येक स्टीकृत 
विनिर्देश के सामने नीच बर्णित चित्र आरख कागजों को जोड़कर 
. उसे 2 से गणा करके , क्योंकि प्रत्येक पृष्ठ का लिप्यान्तरण प्रभार 
2/ - स. . ह ) फटो सिध्यान्तरण प्रभार का परिकलन किया . 
सकता है । 
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. 2 Claims 
.. procoos for the proparution of compounds of the moral 
formula I 


a . : 107 D & G 
Int . Cl . : F 16 H . 5 /00. 

AN IMPROVED VEHICLE COMPOUND CHANGE 
QEAR TRANSMISSION , 

Applicant : BATON CORPORATION , OF 1111 SUPERIOR 
AVENUE , CLEVELAND , OHIO 44114 , UNITED STATES 
OF AMERICA . 

Inventor : 1, JOSEPH DOUGLAS REYNOLDS, 2 . ALAN 
CHARLES STINE, 3. DAVID OWEN THOMPSON . 

Application No. 338 /Cal / 93 filed on 17th June , 1993 . 

Appropriate Office for Opposition Proceedings ( Rule 4 , 
Petont Rulo 1972 ) , Patent Office , Calcutta . 


R5X - A - P - O - A - RO 


. 


101 @ 


Formula I . 


R . 


straight-chain or braochod alkyl radioal with ( 10 - 24 ) 
carbon atoms which may also contain one to thrco 
double and /or triple bonds , 
single bond or one of the groups with the formulne : 


A 


6 Claims 


g 


. 11) 


Cz I1I ) 
CBCL ( V ) 


An improved vehicle compound change gear transmission 
comprising a floating rotary* mainshaft ( 20 , 50 ) disposed in 
substantial axial alignment with a rotary auxiliary shaft (22 , 
52 ) and carries an auxiliary drive gear ( 24 , 54 ) having an 
annular surface that radially engages in inner race of a bearing 
assembly that supports the mainshaft for rotation relative a 
stationary housing transmission , characterized in that the said 
auxiliary drive gear ( 24 , 54 ) having onbånced radial move 
ment as a resut of the bearing assembly and the auxiliary 
· drive gear ( 24 , 54 ) boing mounted on the mainshaft ( 20 , 50 ) 
comprising the auxiliary drive gear ( 54 ) selectively clutched 
to the auxitary shaft ( 52 ) by a dutch assembly ( 55 ) carried 
by the auxiliary shaft and the bearing assembly innor raco 
(56 ) surrounds and is in contactlog engagement with an an 
nular radially outwardly facing surface (61 ) of a Spacer 
member (62 ) that is secured to the inainshaft ( 50 ) for rota 
tion therewith and has an annular surface facing axbally to 
wards the auxiliary shaft that is operative to prevent the bear . 
ing Assembly inner race from moving axially away theretrom , 
tho auxiliary drive gear ( 54 ) is secured to the mainshaft for 
Jotation therewith between the spacer member (62 ) and the 

oxiliary shaft ( 52 ) and ha an annular suntace facing away 
Whlorofrom that is abutting engagement with respective annular 
Yurfaces of the spacer member and bearing Assembly laner 
7800 facing theretoward and means are provided for provent 
ing the spacer member and the auxi.iary drive gear from mov 
tog axlally along the mainshaft. 


whore R7 - straight chain Alkyl group with 1 to 4 carbon atoms; 

the groups ( FT) to (VI) are so orlonted that the oxygen atom is 
. bond to tho phosphorus atom of the compound . (1). 

X - Eygen or sulphur atom or NH whon Axungle bond 
X oxypon or sulphur atom when A is a compound of tho 

groups of formulas (II) 40 (VI) 
ALP straight-chain or branched alkyl radical with 2 to 10 

carbon atoms 
R6 ( + ) YRIR®R10 with RS- R10 - straight chain , branched 

or cyclic alkyl radical with 1 to 6 carbon atoms which 

may bo the game or different or also bydrogon . 
Y . P , As, Sb or BI, 

or a group of the formula VII 


( Compi, Specn . 13 pages; 


Drgne, 2 wheets .) 


CB 
2 


a . : 32 C 

179942 
Int. al. : C 07 F 9 /02 . 

A PROCESS FOR PREPARING PHOSPHOLIPID DERI 
VATIVE 

Applicant : ASTA MEDICA AKTIENGESELLSCHAFT 
OF AN DER PIKARDIE 10 , DRESDEN , GERMANY . 
Inventory . 

1 . GERHARD NOSSNER 
2 . JURIJ STEKAR 
: 3 . PETER HILGARD 
4 . BERNHARD KUTSCHER 

S. JURGEN ENGEL . 
Application No. 473 /Cal /93 filed on 17th August , 1993 . 
Oomplote specification left after provisional on 22 - 08 - 94 ). 

Appropriato Office for Opposition Proceedings ( Rulo 4, 
Patent Rule 1972 ). Patent Office , Calcutta , 


CHA 


- - 


withłne 0 or 1 
* * CH2, 0 , NH OF S ; provided n = 1, fw is not equal to 

CH2 
which comprises reacting phosphorous pxychloride with A - , 
alkand in the procace of aboence of a polvent mich As hercin 
described at a tomperature range of 30°C ongl * 30°C and 
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the molar ratio of phosphorous lxichloride to alcohol is 1 .3 . 

( b ) inserting Into the interspace between the said two 
1 - 0 . 8 : 1 followed by subjecting the product thus obtained to . 

halves a mild steel plate, 
further reaction without isolation and purification with a com 

( c) welding the assembled elements together by clec 
pound of the general formula VIII OH - Al- R where A , and 

troklag proces9 or sub - Arc process with material 
R6 are as defined before and finally lıydrolyzo the reaction 

at its top and bottom , leaving a space at the top 
compound thus obtained , and if desired the product obtained 

end of the rail head , 
19 purified by treating it with mixed bed ion exchangers or 

( d ) putting a hard facing layer into the sphce left out 
simultaneously or successively with acid and /or base ion ex 

al ( c ) above , at the top and of the rail , 
obangers. 

(c ) Anishing the vec assembly to final shape, and 
(f) finally welding the extended nose portion of the 

vec assembly within the throat block of the wing 
rails to form a solid roonolithic , mase . 


PASTATAIB 


200 


HE 


THK 


WA 


H 
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364 


a 


19 
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. 


Hu 


( Compl. Specn . : 19 pages; 
( Provi. Spocn , : 14 pages ; 


Drgny, : 10 sheets ) 

Drgns . : Nil ) 
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Cl. : 33 1), 33 F 

179944 
Int. d . : B 22 D 29 /00 

" A SAND SEPARATING DRUM WITH ABRASIVE 
MEDIA RECYCLER IN CASTING SHAKE OUT UNIT." 

Applicant : DIDJON MANUFACTURING COMPANY . 
OF 7000 WEST GENEVA DRIVE RIVERSIDE INDUS 
TRIAL CENTRE ST. PETERS ( ST . CHARLES COUNTY ) 
MISSOURI 63376 , U . S . A . 

Inventor : CHARLES JACOB DIDION . 

Application No. : 537 / Cal / 1993 filrd on 13th September, 
1993. 

Appropriate office for opposition proceedings ( Rulo 4 , 
Patents Ralog , 1972 ) , Patent Office , Calcutta . 


Compl. Specs : 45 pages 


Digny : Nil 


5 Claims 


Cl. : 157 A 3 

179943 
Int. a . : E 01 B 7100 , 23 /00, 25 / 00 

" A METHOD OF PRODUCING A WEAR RESISTANT 
VEE ASSEMBLY FOR RAIL CROSSINGS AND A WEAR 
RESISTANT VEE ASSEMBLY PRODUCED BY SAID 
METHOD . " 

Applicant & Inventor : BROJO RENU GANGULY , OF 
831 BLOCK P , NEW ALIPORE (GROUNDFLOOR ) 
CALCUTTA - 700 033 , WEST BENGAL , INDIA , 

Application No . : 527 /Cal /1993 filed on 8th Septonber, 
1993. 

( Complete specification left after provisional on 26th 
November , 1993 ). 

Appropriate offico for opposition procecdings (Ruio 4 , 
Patents Rules, 1972 ) , Puteit Office , Calcutta . 


A sand separating drum with abrasive me a recyclear in 
casting shake out unit for separating surface disposed coro 
sand ( S ) from fresh or dirty castings ( C ) by tumbling said 
castings in the presence of abrasive media ( M ) , said drum 
( 1 ) being rotated by gear meang ( 19 ) and comprises - 


an outer cylinder ( 3 ) and an inner cylinder (5 ) concen 
tric with the outer cylinder, said inner and outer cylindero 
defining an annular space ( 10 ) there between ; 


6 Claims 
A method of producing a wear resistant vee assembly for 
rail crossings comprising the steps in sequence of : 
(a ) fabricating the vec assembly by holding together 

two lengthwise halves of a rall with a plurality of 
fixtures in place of the ves Assembly made by 
holting together point rail and a splice rail , 


a series of helically aranged vanes ( 9 ) provided within 
paid space ( 10 ) between the two cylinders ( 3 and 3 ) ; 

an entrance sogment (21) wherein the mold bund ( S ) is 
being removed from the surface of tho castings ( C ) by 
tumbling , said entrance sogment (21) defining an entrance 
( 31 ) to sald drum ( 1 ) , aid entrance segment ( 21 ) having 
rifling ( 33 ) provided on said inner cylinder ( 5 ) for moving 
the castinga longitudinally therealong, and having perfona 
tions ( 7 ) through which removed sand is passed into the 
space ( 10 ) ; 


PART III- Sec. 2 ) 
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an exit gegment (23 ) , said exit having an inner cylinder 
( 35) defining a series of apertures ( 37 ) there through pro 
viding for the passage of said ubrusive membery ( M ) and 
any remaining residue sand from the castings into the space 
( 10 ) labotween the two said cylinders ( 3 and 3 ) : 


moving means by inclined surface ( 38 ) in the exit scg 
ment, in the space ( 10 ) defined by two cylindery ( 3 and 3 ) 
for moving the separated sand ( $ ) and abrasive members 
( M ) towards the space ( 10 ) between the cylinders (3 , 3 ) 
within the entrance segment ( 21 ) ; 

Characterised by that the druin ( 1 ) being provided with 
recirculating means ( 45 ) at the ontrance ( 31 ) of the entrance 
sogment ( 21 ) for recirculating abrasive media ( M ) into the 
drum ( 1 ) and to remove waste core sand ( S ) . 


Cl. : 40 A 

179946 
Int. C . : F01 N 03 / 02 , 03 /28 

" EXHAUST GAS PURIFICATION DEVICE FOR RE . 
DUCING HYDROCARBON EMISSIONS DURING THE 
COLD START OF COMBUSTION ENGINES." 

Applicant : DEGUSSA AKTIENGESELLSCHAFT, 
WEISSFRAUENSTRASSE 9 , D -60311 FRANKFURT, GER 
MANY . 

Inventors : 1, DIETER LINDNER , 2. EGBERT LOX , 
3 . BERND ENGLER , 4 . KLAUS OSTGATHE . 

Application No . : 617 / Cal / 1993 iled on 13th October , 
993 . 

Appropriate office for opposition proceeding ! (Rül. 4 , 
Paten s Rules, 1972 ) , Patent Office, Calcutta , 


( Compl. Specn . : 10 pages; 


Drgns. : 2 sheets ) 


3 Clainis 
Exhaust gas purifiction device for reducing hydrocarbon 
emissions during the cold start of combustion engines for 
maintaining differenco between the light off temperature TA 
of the oxidation catalyst for the conversion of the hydro . 
carbong and temperatureTs of the absorber in immediata 

contact with the oxidation catalyst less than 50°C compris . 
· ing & monolythic honeycomb body having on adsorber mit 
ture composed of a dealuninised zeolite with an Si / Al ratio 
or more than 40 and a zeollte with an Si / Al ratio or moro 
that 20 . wherein the adsorber nigruro has a mass ratio of 
two zoolites of 1 : 10 to 10 : 1 , and containing an immediately 
downstream oxidation catalyst with platinum and / or palla 
dlum and a three -way catalyst witt platioun and /or palla 
dium and / or rhodium , the Oxidation cutalyat containing at 
least 3 .5 g of platinum and / or palladium per litre of catalyst 
volume 


CI. : 145 C 

179945 
Int. CI. : D 21 H 27 / 00 , 17 / 31 
: " A PROCESS FOR MANUFACTURING CELLULOSIC 
RECYCLABLE. MATERIALS HAVING IMPROVED PRO 
PERTIES ." 


Applicant : TETRA ALFA HOLDINGS S . A ., OF 70 , 
AVENUE GENERAL -GUISAN , P . O . BOX 430 , CH - 1009 , 
PULLY , SWITZERLAND . 


Inventor : JORGE VERDUGO LAGOS. 


Application No . : 575 / Cal / 1993 filed on 29th September , 
1993 . 


Appropriate office for opposition proceedings 
Patents Ruas , 1972 ) , Patent Office , Calcutta . 


(Rule 4 , 


( Compl. Specn , ; 17 pagda ; 


. 


Drgne : 3 strate ) 


. 


17 Claims 


A process for manufacturing cellosic recyclable materialo 
hay .pg improved properties such as gubstantial imprevious 
nog , to fluid materials and /or resistance to light radiation 
wnich comprises in combination : 


( a ) addition of a gel forming hydrocolloid or a mixture 
of hydrocolloids such as herein described wherein one such 
hydrocolloid is a gel former , to cellulose pulp at a tempera 
ture above the point of yol- formation an wherсin the pro 
portion of hydrocolloil ( s ) in relation to the total water 
content ia tho said cellulosic pulp is at least around 0 . 5 % 
by weight when dealing with a gel formin : hydrocolloid or 
a mixture thereof with a gel strength of 600 g / cm ; 


a . : 143 B & C 

179947 
Int. Cl. : R 65 D 30 /00 , 33 / 28 

" A METHOD OF MANUFACTURING JUTE SACKING 
BAGS WITH MODIFIED STITCHED ENDS , BUT WITH 
OUT ANY FOLDS, AND TO A BAG SO PRODUCED ." 

Applicant : INDIAN JUTE INDUSTRIES RESEARCH 
ASSOCIATION , OF 17 , TARATOLA ROAD , CALCUTTA 
700 088, INDIA , 

Inventors : 1. PRADIP KUMAR CHOUDHURY, 2 . 
ASHOKE KUMAR GANGULI, 

Application No. : 5 /Cal / 1994 filed on 3rd January. . 


( b ) formation of a sheet of paper or cardboard from the 
product of step (a ) in conventional manner ; 


1994 


Appropriate office for opposition proceedings ( Rulo 4 , 
Paterts Rulos , 1972 ) , Patent Office , Calcutta , 


c ) dahydration followed by cooling to ambient tempera . 
ture until the humidity levels are attained on dry basis , 
typical of paper or cardboard , as the case may be ; and 

( d ) optionally incorporating in inc said cellulose pulp , 
one or more substances such as herein described to improva 
Imperviousness , gel strength and / or resistance to light radia 
tion . 


4 Claims 


A method of manufacturing jute sacking bags with modi. 
fed tiched ends , but without any folds, which method 
com rises adopting at each of the raw edgey of the bag a 
modified herackle stitch using looper thread and needlo 


(Compl. Specn . : 13 pages; 


Drgne. : NII ) 
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thread , without folding the edges , such that the configuration 
of the stitched type is changed to a hanging foop type from 
the conventional bound to the loop type , whereby the path 
of the looper thrend is caused to be shifted such as to do 
provided along the raw edge of the doth , being 80 stitched , 
at the mouth of the bag, together with the path of the 
need o thread lying along the said raw edge , and , conse 
quonily, fraying of the weft yrde in caused to be prevented . 


Inventor : RALPH GRAF . 

Application No. : 601 /Cal / 1994 filed on 27th July , 
· 1994 ." 

Appropriate - office for opposition proccodings (Rulo 4 , 
Patents Rules , 1972 ) . Patent Office , Calcutta , 

7 Claims 
A card clothing for a carding machine comprising : 

cover lining having an inwardly directed and longitadi 
nally extending foot part, a multiplicity of hookt extending 
outward from the foot part , and a pair of ends; and 

a pair of longitudinally spaced support clements wholly 
out of direct contact with each other , one end of the cover 
Laing being seated in one of the support elements and tho 
other end of the cover lining being seated in the other 
support element , the support elements belog formed to At 
With the support structure of the carding machine, 


( Compl. Specn . 7 pages ; 


Drgte . I bott ) 


winning 


LP 


a 141 
Int. C1. : E 04 H 12 / 06 

" CHIMNEY." 

Applicant & Joyentor : RAMNARAYAY CHAKRA . 
PORTY OF 30 , OFFICH LANE , AQARTALA 793 001 , 
TAMUKA , INDIA 

Application No. : 12 / Öni /1994 sled on lóth January 
1994 . 

Appropriato office for Opposition proceedings (Rule 4 , 
Patents Rules, 1972 ) , Patent Office, Calcutta , 


(Compl. Specn . : 9 pages; 


Drgpo. : 1 shoot ) 


4 Claims 
A chimney which is a conc - sheed vortidoll placed hollow 
body of aluminium , the cone converging towards the top , 
wherein the outer surface of the chimney is lined with glang 
wool and the host insulating material, 


a . : 206 e 

179990 
Int . 01 " : G 11 B 21 / 00 

“ A CIRCUIT ARRANGEMENT FOR CANCELING 
EFFECTS OF OSCILLATION IN AN ELECTROMECHA 
NICAL ENGRAVING MACHINE." 
Applicant : OHIO ELECTRONIC ENGRAVERS INC., 

DRIVE , DAYTON , OHIO 43430 , 
UNITED STATES OF AMERICA . 

Inventor : SAED M . MUBASLAT. 

Applicant No . : 643 / Col / 1993 iled on 27th October, . 
1993 . 


Appropriato office for opposltlon proceedino ( Rut 4 , 
Patents Rulee, 1972 ) , Patontt O ce, Calcutta . 


1. 


FIG - 1 


( Compl. Spec . : 4 pages ; 


Drga : 1 


eet ) 


8 Claims 
A circutt arrangement for cancelling effects of collation 
in electromtchanical engraving machino having an agrav 
ing head ( 18 ) comprising : 

& putro circuit ( 10 ) for applying pulm in a sequence to 
Oliminate different bertopics of cich vibration : 

control circuit ( 26 ) for continuously monitoring upots 
effecting vibration ; and 

for deriving a predicted mode of vibration based on the 
inputs ; 

wherein the inputs affecting vibration compriso ; . 
ad amplitude of a video signal 16 ; 

hardnose of an cngraving medium ; and 
a size and depth of cells formed on the cograving mediter ; 

calculating means ( 36 ) for receiving a signal relating to 
the sald inputs affecting the undesired mode of vibration and 
deriving to predicted mode of Vibrattom ; and they said control 


a . : 172 C 1 

179949 
Lot. Cl. : D01 G 15 / 84 
" CARD CLOTHING FOR A CARDING MACHINE ." 

Applicant : GRAF & CIE AC , OR KRATZEN UND 
MASCHINENFABRIK , CH -8640 RAPFERSWIL , JWT. 
ZERLAND . 


- - - 


- 


- 
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circuit (26 ) for generating pulses ( 50 ) L a xequence out of Ind . Cl. : 99 F . 
phase with predicated mode of vibration to increase the 

Int . C1.4 ; B 655D 37 / 00, 27 / 38 
Tapidity of decay of the undesired mode of vibration , 

POUCHES FOR CONTAINING DRINKING LIQUID . 

Applicant PAFARPUR INDUSTRIES LIMITED , 25 , 
FIGHT 

COMMUNITY CENTRE , EAST OF KAILASH , NEW 

DELHI- 110065, INDIA . 
MYVIZE 

Inventors : KAMAL MEATTLE . 
Kind of Application : Provisional - Completo . 

Application for Patent No. 587 Del / 90 filed on 15 -6 - 1990 
CUM AOCH 
ALAYSNIS 

Complete left after Provisional filed on 16 - 9 - 1991, 
MIOLOO 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patents Rules , 1972 ) , Patent Once Brunch , New Delhi 
110005. 
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Claims - 3 


WELAT 
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A pouch for containing drinking liquid comprisin front 
and back panely ( P1 & P2 ) foined at the ton edre . side edges 
and bottom edge , characterised in that a sheet secured with 
either of the said panels ( P1 & P2 ) SO 9 10 form com 
partment ( C ) for accommodating a straw ( s ) therein so as 
to allow the flow of liquid there through upon piercing the 
tearable base of said compartment ( C ) by said straw ( S ) . 
(Provisional Specification 4 Pages Drawing Sheet NIL ) 

( Complete Specification & Pages Drawing Sheet 1 ) . 
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(Compl, Specn . : 14 pages; 


Digos. : 3 sboets ) 


179953 


Ind . Cl. : 206 E 
Int. Cl. : 606K , 9 /00 . 

A COMPUTER DISPLAY SYSTEM . 


Ind . C1. : 170 ( B ) & (D ) 

179951 
Int. 01. : A 45 D , 19 /00, A 61 K , 7 /075 

" A PEARLESCENT LIQUID HAIR CONDITIONING 
SHAMPOO ." 

Applicant : COLGATE - PALMOLIVE COMPANY , 300 
PARK AVENUE , NEW YORK , NEW YORK 10022 , 
UNITED STATES OF AMERICA . 

Inventors : AMRIT M . PATEL , CLARENCE R . 
ROBBINS . 

Application for Patent No. : 586 / Del /90 filed on 
14 -6 - 1990 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules, 1972 ), Patent Offio Brancb , New Delhi 
110005, 


Applicant : INTERNATIONAT BUSINESS MACHINES 
CORPORATION AMMPANY ORGANISËN ANT FX S . 
TING UNTER THE LAWS OF THE STATE OF NEW 
YORK , UNITED STATES OF AMERICA E ARRONK . 
NEW YORK 10504 . UNITED STATES OF AMERICA 

Inventorg : LARRY KEITH LOUCKS . 
Application for Patent No. 590 Del / 90 filed on 15 -6 - 1990 
Convention date 14 -9- 1989 /8920841.7 / UK . , 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patents Rules, 1972 ) , Patent Office Branch , New Delhi 
110005 . 


Claims - 9 


16 Clams 


A pearlescent, liquid , hair conditioning shampoo in emul. 
sion or suspension for comprising , by weight, 5 to 35 % of 
a syntbetic organic detergent, 03 10 10 % of water insoluble 

de conditioning agent selected from the group consisting of 
slllcones , quarternary ammonium salts , ainines anionic / 
catlovic surfactant complexes of the kind such as herein 
before described , polyalky ene , oxidized polyolkylence, 
parafins Isoparaffing, petrolatums, microcrystall ne waxes , 
C1A - 98 fatty acids , stearyl stearate , beeswax and mixtures 
thoroof 0 . 5 % to 10 % of a stabilizer comprising alone cha n 
primary alcohol having an average of from 28 * o 42 carbon 
utols in the chain or alkoxylated derivatives thereof said 
alcohol or derivative thereof being present in suficient pro 
portion to stablize the emulsion Or suspension , and 60 and 
90 % of an aqueous mod um . With the ratin o content of 
the long chain a cohol or derivative that of in the condi 
tioning agent belng in the range of from 0 . 2 O 51. And 
the balance , if any, one or more conventional djuvants . 
( Compl . Spect . :- 41 pages; : 

Drwgns, ; N1) 
2-- - 397 GI/97 


A computer display system having a reflesh ( 42 ) baffer, 
and an interactive display terminal ( 20 ) with a screen d splay 
on which is formed a plurality of at least partjally overl- pp 
ing windows ( 23 , 30 32 34 ) , eich window displaving suhiedt 
matter different from that displayed on the romjnder of 
screen characterized by comprising input ( 12 ) means for re 
questing a rearrangement of the depth of the plurality of win 
dows it ative to a reference position from a current Arrange . 
ment to a new arrangement; manager means ( 18 ) 
coupled to said input means for determining the depth of the 
subject matter Associated with each of the windows, wherein 
said manager means, in regoonse to the input request deter 
mines the new depth of the effected subject matter in each of 
the plurality of windows in the new awanrement and trans 
mits the now depth values for the subject matter in cach 
affected window ; and 


depth buffer means ( Z buffer system 46 comparator 50 
and 7 . buffer array 51 ) couoled to grid manacer meart Tor 
g oring the depth vnlues of the gubiect mattor associn - er with 
orch of the windows dienisvert on the screen comorrator 
means ( 50 ) for comparing the denth yolue for the displ - ved 
oublect matter in response to the innilt regneet in ingtrict 
the reflesh buffer to store the newly transmitted subject 
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= 
piattor for rofreshing the screen , if the comparing result (b ) removing in any known manner the solvent from 
shows that the now matter has a depth valuc Associated 

tho mixturo , and 
with the game window or a wlndow closed to tho viewer . 

( c ) calçining the product of ( b ) by hoatiog to a ten 
· Peraturo of from 200 to 550°C for a period of 1 

minuto to 24 hours . 
wuurattutto 

( Complete Specification 18 Pages 

Drawings -ND) 
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Ind . Cl. : 206 B I 

179955 
Int. C1.4 : H011 L 27 /00. 

BIPOLAR TRANSISTORS AND PROCESS FOR PRE 
PARING THE SAME. 

Applicant : INTERNATIONAL BUSINESS MACHINES 
CORPORATION , A COMPANY ORGANISED AND EXIS 
TING UNDER THE LAWS OF THE STATE OF NEW 
YORK , USA , OF ARMONK , NEW YORK 10504 , USA . 

Inventor : CHAKRAPANI GAJANAN JAMPOTKAR . 

Application for Patent No. 616 / Del / 90 file : on dato 
21- 06 - 90 . 

Convention Date : 12 -08 -89 / 8918457.6 /UK . 

Appropriate Office for Opposition Procoodings ( Rulo 4 , 
Patents Rules , 1972 ) , Patent Office Branch , New Delhi 
110005. 


( Complete Specification 29 Pages 


Drawing Sheets 10 ) 


Ind . al. : 32 B 

179954 
Int. CH " : C07C 5 /48 

PROCESS FOR THE PREPARATION OF A CATALYST 
COMPOSITION FOR USE , INTER ALIA IN ETHANE 
OXIDATIVE DEHYDROGENATION . 

Applicant : BP CHEMICALS LIMITED , A BRITISH 
COMPANY , OF BELGRAVE HOUSE , 76 BUCKINGHAM 
PALACE ROAD , LONDON SWIZ OSU , ENGLAND . 

Inventory : MELANIE KITSON . 
Convention Date 05-07 -89 / 8915410 . 8 / U . K . 

Application for Patent No . 596 / Del / 90 filed on dato 
19 - 06 - 90 . 

Appropriato Office for Opposition Proceedings (Rulo 4 , 
Patonts kutoa, 1972 ) , Patont Ofico Branch , New Delhi 
11000 $ . 


Claims - 12 
A bipolar transistor of the type having a band layer over 
a buried layer forming a p - n junction therewith and with 
a smallor area opitaxial electrode forming a p - n junction 
with said base layer at said exposed surfaco cald opitaxial 
electrode extending a distanco vertically with respect to sald 
exposed surface, wherein sald - opitaxial electrodo has 
an overhanging portion comprised of layers at the portion 
thereof separated from said exposed surface, said over 
hanging portion extending a specific distanco beyond tho 
lateral oxtent of said electrodde at contact with said exposod 
layer, said base layer having a high conductivity portion and 
said high conductivity portion surrounding tho Area of con 
tact of said opitaxial olectrode with said base layer and tor 
minating proximate to said epitaxial cloctrode by at most 
said specific distance . 


said high conductor lectrode with said actrode by at most 


eines 


Claſma 4 
A procons for the proparation of catalyst composition for 
we, inter alla , in ethanc oxidativo dehydrogenation com 
prising tho clements A , Nb , Sb and Z in combination with 
oxygen , the gram - atom ratio of tho elements A : NB : SB : . 
z bolng a : b :c : 8 wherein . 


FIG . 28 


(Complete - Specification 19 Pages 


Drawing 6 shoota ) 


A = Mod Rozwi 
Z is at lour ono of Cm , RU and Ga, 
131 
b = 0 .05 to 1. 0 , 

0.001 to 1 .0 
de+ xa 
dla groater than zero , 
o lo greater than zero , 
f is zero or greater than zero , at least part of Mo being re , 
placeablo by Ro and / or W and 
& lo greater than zero , and the balance iſ any comprising ono 
or more conventional ingredients such as hereinbeforo des 
cribed said proceso comprising ; 
(a ) dienolving in any known manner sufficient quantities 

of solublo compounds and dispersing any insolublo 
compounds so as to provido the desired gram - atom 
ratio of the oloments in the catalyst composi 
don , 


Ind . a . : 1155D 

179956 
Int . C1. : D 21 ) 1 /08 . 

AN IMPROVED PROCESS FOR THE PREPARATION 
OF FIBRE BOARD . 

Applicant : COUNCIL OF SCIENTIFIC & INDUSTRIAL 
RESEARCH , RAFI MARG , NEW DELHI-110 001, INDIA , 
Inventors : ( 1 ) NAVIN CHAND , 

(2 ) SYED AZAR RASHEEED HASHMI, 

( 3 ) TADIMETI CHAKRAPANI RAO . 
Application for Patent No. 618 / Del / 90 filod on 22 -6 - 90 . 
Completo loft after provisional specification on 18-9-91. 
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I 


Appropriate Office for Opposition Proceedings (Rule 4 , 
Patont Rules, 1972 ) , Patent Office , Branch New Delht 
110 005. 


Claims 4 
an Improved process for the preparatios of fibre board 
which comprises : 
( 1) Cleaning lignocellulosic sun hemp fibre with water 

to remove unwanted material, 
( 2 ) cutting the cleaned fibres to sizes, ranging from 

Smm to 100mm , 
( 3 ) drying the regultant cut fibres to remove moisturo 

and other volatile materials , 
( 4 ) Impregnating tho dried fibres with a solution of 

any thermoplastic or thormosetting polymer goluble 
in polar or nonpolar organic solvent for 30 sec , to 


with an insulating material ( 12 ) the wall of the outer chama 
ber ( 1 ) being provided with a hole for inserting a thermo 
mcter ( 10 ) for measuring the temporature , tho three side# 
of the inner chamber 1A being lined with i hosting elencat 
( 2 ) the two ends of tho heating clements being connected to 
conventional electric sourco , thọ temperature of the cha 
ber being controlled by means of a gas filled thermostat 
( 3 & 4 ) the inner chamber having a perforated horizontal 
partition (18 ) for housing the sample to be analysed , tho 
- front portion of the Incubator being provided with a door, 
also lined with the sald insulating material ( 12 ) a pilot 
indicator lamp ( 17 ) being fixed on the outside chamber in 
series with the abovo said thermostat for indicating the 
on /off position of the thermostat another indicator lamp 
( 16 ) being also fixed on the front side of the outor chamber 
indicating the presence or absence of electric supply to tho 
lacubator . 
(Provisional Specification : 6 pages; Drawing Shoete : 1) 
( Completo Specification : 20 pages ; Dráwing Sheets : 3 ) 


10 mitutes, 


( 5) evaporating the solvent from the impregnated 

mans, 
(6 ) prossing the said impregnated mass in a suitablo 

mould under pressure of 0 .3 to 1.0 kg / cm 
( 7 ) heating the mould to a temperature in the range of 

100°C to 160°C , 
(8 ) cooling the mould to a 100m temperature and 

removing the board from the mould . 


(Provisional Specification : 4 pages ; Drawing Sheets : NI) 
(Completo Specification : 8 pages ; Drawing Sheets ; Nil ) 


Ind. Cl. : 129N 

179958 
Int , Cl. : B 23K -1 / 04 

C22C -5 / 00 , 5 / 06 . 
AN IMPROVED PROCESS FOR MAKING LOW SIL . 
VER BRAZING FILLER ALLOY RIBBON / FOILS . 

Applicant ; COUNCIL OF SCIENTIFIC AND INDUS 
TRIAL RESEARCH . RAFI MARG , NEW DELHI- 110001 , 
INDIA , AN INDIAN NEGISTERED BODY INCORPORA 
TED UNDER THE REGISTRATION OF SOCIETIES ACT 
(ACT XXI OF 1860 ) . 

Inventor : SAILENDRA CHANDRA DBV INDIA : 
ÞROBHAT BASAK , INDIA , OMKAR NATH MOHANTY , 
INDIA ; INDER SINGH , INDIA . 

Application for Patent No. 620 / Del /90 fled on dato 22 -6 
90 . 

Appropriato Office for Opposition Proceedings ( Rules 4, 
Patent Rules , 1972 ) , Patent Office Branch , New - Dolhi. 
110005. 


Claima s 


Ind . Cl. : 40 F & 2010 . 

179937 
Int. C1. : G 01 N 33 / 18 . 

AN IMPROVED INCUMBATOR TOR BACTERIOLO 
GICAL ANALYSIS OF A SAMPLE . 

Applicant : COUNCIL OF SCIENTIFIC & INDUSTRIAL 
RESEARCH , RAFI MARG , NEW DELHI- 110 001 , INDIA , 
Lavontons ; ( 1 ) PRASANTA KUMAR RAY , 

(2 ) PRAHLAD KISHORE SETH , 
( 3 ) HARISH CHANDRA , 
(4 ) VIJAY KUMAR SEHGAL, 
(5 ) RAVINDRA KUMAR SHARMA, 
(6 ) VINOD PRAVIN SHARMA , 
( 7 ) RAM GOPAL , 
( 8 ) SANJAY KUMAR , 

( 9 ) RAM KRIPAL SRIVASTAVA , 
( 10 ) SATYA PRAKASH PATHAK , 
( 11) MOHD MUSHIR QURESHI. 
( 12 ) PRAMOD WASUBEO RAMTEKE , 
( 13 ) JENET WYNNE BHATTACHARIEE . 


An improved prooch for directly making low silver trazing 
Aller alloy ribbons / foils, for Une in the clectronic industry 
which compriaca : 

(i ) melting silver copper allow ( 36 . 40 % silver ) add 

ing sixtin to the said molten mas a to have . co . 
position in tho range of silver 36 - 40 % , silicon 2 . 7 
- 4 . 25 % , tin 0 . 15 0 .25 % and balanc + copper ig 

an electric furnace using graphite cruciblo ; 
( il) covering tho molt with a flux ruch as borax durics 

molting ; 
( til ) pouring the melt into graphito mould in the tempera 

turo range of 900 _ - 950ºC , to get cast slab / ingot ; 
(iv ) fubjecting to induction melting the said cast Nab / in 

got to form ribbons / fojlo by rapid solidification toob 

nique uelng a "Melt Spinner " ; and 
(v ) if desired punching or cutting of the flexiblo ribbon / 

folls into brazing preforms 
( Complete Specification 13 Pagoo ; Drawlog NIL Shoora) . 


Application for Patent No . 619 /Del /90 Alled on 22-6 -90 . 
( Complete left aftor provisional specification on 23- 9-91. 

Appropriate Office for Opposition Proceedings (Rules 4 , 
Patent Rutes 1972 ) , Patent Office , Branch New Delhi 
110 00 $ . 


Claims 2 


Ipt, Cl. ; C25B 11 / 04 & 25B 11 / 06 

179999 
Ind . a . : 70 (b ) 

A PROCESS FOR THE PREPARATION OF CATALY 
TIC CATHODES USEFUL FOR USE IN SYSTEMS 
EVOLVING HYDROGEN . 


An improved incubator for the bacteriological analysle of 
a bamplo which comprises two concetric chambers ( 1 & 
1A ), the peripherel map between the chambers being filled 
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Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
TRAL , NEUEAALA , enriM 

, Ivy WCLAU HIVUVI, 
, ANU AN INDIAN REVISTERED BODY INCORPORA 
+ TED UNDER THE REUDARATION OF SOCILTIES ACT. 

Entors : SARUKINAI KRISHNAMACHARI RANGA 
RAJAN MALLATHUVALAPPIL INNIRI VASU , SARA 
. NUAPANI KRISHNAMURTHY PERUMAL SUBBIH , ARI 
: SHNASWAMI ASHKAN KANDASAMY SUBRAMANIAN 
" VIFHILINUAM ARUMUGAM . 

Kind of Appucation , 
- Appucacion No. 643 / Del /90 date 22-6 - 90 . 

10prue Vuice for upposilon Proceedings ( Rules 4 , 
Patel. + ш 3, 1947 , Pateli vлсе варси , New Lushi 


Inventors : ALFONSO GARRIDO , JUAN , MARTIN , 
JOSE SEVILIEJA . 

Application for Patent No. 629 / Del ; 90 fied on Date 
22 - 6 - 90 . 

Appropriate office for opposition proceedings (Rule 4 , 
Patents Rules , 1972 ) , Patent Office Branch , Now Delhi. 
110009. 


Claims 6 
A telescopic door assembly comprising a pair of door ( 2 , 
3 ) said doors ( 2 , 3 ) being mounted lor siding movemeut on 
A pair of parallel tracks, cach said door on one of sad tracks, 
said doors ( 2 , 3 ) boing secured to hanger brackets slidable on 
said tracks by moans of rolling means cohaec .ed to said 
banger brackets to enable aid sliding motion on said pair of 
tracks, 


* τιυυυ5 . 


Claims 5 


A process for the preparation of catalytic cathode useful 
for use in Sys. ein uvoiving byarogen wien comprises coat, og 
by K00w Tvous d Couros.OD Tesistant supstrale such as 
nickd , nauke. Moy . stainless steel, or titulum with atleast an 
OXUw, OL a pon . Duecious 140918 _100 me. al onc or muro pie 
cious mulalukaldays or their oxides and platum and / 
or gold . 


Characterised by a single track ( 1 ) on which both said 
doors ( 2 , 3 ) Aro supported for sliding telescoping movement 
over cach other cach said hanger brackets ( 4 , 5 ) secured to 
cach said door ( 2 , 3 ) having a casing ( 8 , 14 ) connected there 
to , said casing ( 8 , 14 ) cacapgulating said rolling means ( 10 , 
19 ) and said single track ( 1 ) extending througb said casing 
( 8 , 14 ) one of said hanger brackets ( 4 , 5 ) for one of said 
doors ( 2 , 3 ) being longer than the said hanger brackets ( 4 , 
5 ) for the other sald door whereby a center part of said single 
track ( 1 ) is left free at the time of installation of said hanger 
brackets ( 4 , 5 ) . 


Complete Specification 12 Pages ; 


Drawing Steets NIL . 


1T 


IL 


OC 


L 


2 


LY 


Ind. CI. : 40E4F 

179960 
Int. C1 : BOLD - 15 / 08, G 03C - 1 /66 . 

AN IMPROVED PROCESS FOR THE SEPARATION 
OF I , 4 BENZOQUINONE , CATECHOL , HYDROQUIN 
ONE AND PHENOL SIMULTANEOUSLY FORM THE 
MIXTURE CONTAINING 1, 4 BENZOQUINONE, CAT 
CHOL , HYDROQUINONE AND PHENOL . 
- Applicant :- COUNCIL OF SCIENTIFIC & INDUSTRIAL 
RESEARCH , RAFI MARG , NEW DELHI- 110001, INDIA . 

Inventor : PROMOD PRABHAKAR MOGHE , AMRUTA 
SANJEEV TAMBE , SUJATA SUKURITI BISWAS , ASH 
WINI VINAYAK POL , ÎN MADHAV GOPAL KOTAS 
THANE , PRAKASH KONDIBA BAHIRAT . 
Kind of Application : Complete . 
Application for Patent No, 025 / D , 90 filed on date 22-6 
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more componendid 


+ 


polo FiG - 2 


Complete Specification 10 Pages; 


Drawing Sheets -2 . 


90 . 


Appropriate Office for Opposition 
Paleo , pues, 1912 ), Palent Ollice 
110005. 


Proceedings ( Rule 4 , 
Brancu , New Luchi 


Clains 2 


An improved process for the separation ol 1 , 4 - boozoquin 
one culechol nyuroqu.none unu pucnolg wd1, eousty , 110m 
the mixcuIC coola . n . ng 1 , 4 -benzoquinone , catechol bydroqui 
nonc anu pocnol which comprises passing the said mixture 
through a column picked with cyanopropylmo- hylphenylne 
thylsı! cone 2 - 10 % by weight of a wux Consisung o acid 
washed , oilanized , calciocd diatomaceous earth of 80 - 100 
mesh , eluting with nitrogen gag at the rate of 30ml to 40ml/ 
min at a temperature ranging from 1500 to 200°C . 

Specification 9 Pages ; Drawing Sheets - NIL . 


BUSINESS LOCATED AT 23 


Ind , al. : 20K , 40 F 

179962 
Lat. C14 : C 07C 7 /00 . 

A VESSEL FOR CONTAINING FLUIDS. 

Applicant : VOP , A COMPANY ORGANIZED AND 
EXISTING UNDER THE LAWS OF THE STATE OF NEW 
YORK IN THE UNITED STATES OF AMERICA , WITH 
ITS PRINCIPJAL PLACE OF BUSINESS LOCATED AT 25 
EAST ALGONQUIN ROAD , DES PLAINES , ILLINOIS 
60017 , UNITED STATES OF AMERICA , 

Inventor : WILLIAM JOHN KOVES . 

Application for Patent No. 636 /Del / 90 filed on date 26 -6 
90 . 

Appropriato Offico for Opposition Proceedings ( Rule 4 , 
Patents Rulcs , 1972 ) , Patent Office Branch , New Delhi 
11000 $ . 

Claims 7 
A vessel ( 12 ) fur contacting a fluid , entering the vessel 
through an inlet nozzle ( 14 ) with a particle bed ( 24 ) in the 
vessel, said Inlet ( 14 ) having a fluid distributor ( 20 ) compris , 
ing a conduit ( 36 , 72 ) for receiving a quid stream from out 
side the vessel through an inlet membor (22 , 22 ) and a plu 
rality of partitions ( 42 , 44 , 46 , 48, 50 and 52 , 74 . 76 , 78 .) 
characterised in that sald plurality of partitions subdivido at 


IND , CI. : 116F XLIX 

179961 
Int. C1. 4 : B 66B 1 /00, 1 /04 , 

A TELESCOPIC DOOR ASSEMBLY . 
Applicant : 

OTIS ELEVATOT COMPANY , A COMPANY ORGA 
NISED . UNDER THE LAWS OF THE STATE OF NEW 
JERSEY , UNITED STATES OF AMERICA , OR TEN 
FARM SPRINGS, FARMINGTON , CONNECTICUT 06032 . 
UNITED STATES OF AMERICA . 
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Cluinis 5 


A data processing system including a host system and at 
leust one subsystem which may have attached devices , com 
prising 


least half of the cross- sectional area of said conduit ( 36 , 
72 ) into at least two annular zonos, said fluid distributor ( 20 ) 
comprising a series of outlet bands ( 54 , 56 , 58 , 60 , 62 and 
64 , 90 , 100 ) spaced and centered along the longitudinal axis 
of said conduit ( 36 , 72 ) with cach of the said ourlet ba ..ds be 
ing located along the outer boundary of its respective collect 
lion zone and said outlet bunds being bordered by partitions 
that place that outlet band ( 54 , 90 ) located nearest 
said inlot ( 14 ) in contact with the outermost of the said 
colletcion zoney and the succeeding outlet bands having an 
increased axial spacing from said inlet in connection with 
gald collection zones having progressively increasing inward 
locations , said fluid distributor comprising a series of perfora 
tions spaced at regular intervals above the circumference of 
cach of the said outlet bands. 


a coinmand interface coupled between said host system and 
said one subsystem for transferring information therebetween 
said command interface including 


a first port coupled to said host system for receiving a 
direct command of an indirect command from said host sys . 
tem which commands aro indicative of a type of operation 
to be performed by said one subsystem or an attached device 
and 

a second port coupled to said host system for receiving from 
said host system a code indicative of which one of said 
direct command or said indirect command is received at said 
first port, and also being indicative of which one of said one 
subsystem or an attached device is to execute the commend 
rccelved at said first port, 


FIO . I 


H 


212. 2010 


EN 


M191510 


ABITISH 


( Complete Specification 76 Pages Drawing Sheets 30 Pages ) 


Ind . C1. : 40B 

- 179964 
Int. C1.4 : B 01 J 31 / 22. 

A PROCESS FOR MAKING ORGANOSILANE COM 
POUNDS. 


Conplote Specification 19 Puges ; 


. 


Drawiug Sheets 2 . 


Applicant ; HIMONT INCORPORATED , A CORPORA 
TION ORGANISED UNDER THE LAWS OF THE STATE 
OF DELAWARE , UNITED STATES OF AMERICA , OF 
2801 CENTERVILLE ROAD , P . O . BOX 15439 , WILMING 
TON DELAWARE 19850 - 5439, UNITED STATES OF 
AMERICA . 

Inventor : STEWART CONSTANTINE ALLISON , 
Kind of Application : Complete , 

Application for Patent No. 652 / D / 90 Filed on Date 27 
6 - 90 . 


Ind. Cl. : 206€ . . . . 179963 
Int. C1,4 : G06C 21 / 00 . 

A DATA PROCESSING SYSTEM , 
Appliount : INTERNATIONAL BUSINESS MACHINES 
CORPORATION , A COMPANY ORGANISED AND EXIS 
TING UNDER THE LAWS OF THE STATE OF NEW 
YORK , UNITED STATES OF AMERICA , OF ARMONK , 
NEW YORK 10504, UNITED STATES OF AMERICA , 


tu 


Inventors : HANCIS MICHACE BONEVENTO , DOUG 
LAS RODERICM CILSHOIM , ŞAMMY DAVES DODDS, 
DHARUVKUMAR MANAROHARDAS DESAI, ERN , 
EST NEISH MANDESE , ANDREW BOYCL MONETI , 
RICHARD NED , MENDELSON . 

Application for Patent No. 645 /Del / 90 - itled on 26 -6 -1990 
Convention date 10-4 - 90 / 9008084,7 /U .K . 

Appropriate Office for Opposition Proceedlogy (Rules + , 
Patent Rules, 1972 ), Patoot Office Branch , New Delhi 
110005 . 


Appropriate Office for Opposition Procoedings (Rules 4 , 
Patent Rules , 1972 ) , Patent Office Branch , New Delhi 
110005. 

Clains 12 
A process for making orgunosilane compounds of tho 
general formula, 

0 

R 
Si 


RO 


N 


R ( CH ) " 
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Claims 11 


Whorcin R is a liner ar branched C alkyl, 4 -methylpiperi 
dyl, aryl or cycloalkyl, R is hydrogen , methyl or ethyl; R is 
methyl or ethyl and ; and n is 4 to 7 , by ( a ) reacting a 4 to 
8 membered nitrogen -containing heterocyclin ring compound 
with a Ilthium alkyl in the presence of a conventional sol 
vent; (b ) then reacting the reaction mixture of ( a ) with a 
silano compound having the formula R Six ( R ) 
Wherein R is as defined above , R * is mothoxy or ethoxy , X 
is chlorine or bromine, mis 0 or 11 p is 0 , 2 or 3 , t is 0 , 2 
or 3 , and MUP -It is 4 ; ( c ) reacting the product of ( b ) 
with a lithium alkoxide in the presence ofa Conventional 
solvent; and ( d ) recovering the producting and knowo 
manner , 


ent; ( b ) then reagi, to the presence Tocyclin ring comootina 


A process of forming a porous refractory mass on a sur 
face such as a refractory wall , which comprişeo projecting . 
an oxidizing gas against that surface togother with a powder 
mixture which comprises refractory particles of tho kind 
such as herein described and particles of fuol of tho kind 
such as herein described which reacts exothermically with the 
oxidizing gas to form refractory oxide and reloaso sufficient 
heat to melt at least the surfaces of the refractory particles 
so that they bond together to form the refractory mass , 
wherein said powder mixturo is mixed with porosity inducing 
particles having maximum particles size of less than 
2 mm , said porosity inducing particles including a material 
which burns to yicld gaseous combustion product such as 
carbonaccous material and / or particles of a material which 
decomposes to release gas such as intumescent material and / 
or hollow or porous refractory particles and / or hollow or 
porous pai ticlos of d vitreous material or of a glass forming 
matarlal, which become incorporated in the resultiog refrac 
tory masy which is porous. . 
( Complete Specification 20 Pages; Drawing. NL ) 


Completo Specification 24 Puges 


Drawing Sheets - NIL 


Ind . Cl. : 32F , C4. 0 . ..40F 

179963 
Int. Cl. : C070 37 / 00 

AN IMPROVED PROCESS OR THE SEPARATION OF 
1, 4 BENZOQUINONE , PHENOL , CATECHOL AND HY 
DROUINONE SIMULTANEOUSLY FROM THE MIX 
TURE FORMED DURING HYDROXYLATION OF 
PHENOL 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
TRIAL RESEARCH , RAFI MARG , NEW DELHI- 110001, 
INDIA AN INDIAN REGISTERED BODY INCORORAT 
ED UNDER THE REGISTRATION OF SOCIETIES ACT 
(ACT XXI 1860 ) . 

Inventor : PROMOD PRABHAKAR MOGHE , AMRUTA 
SANJEEV TAMBE , SUJATA SUKURITI BISWAS, ASH 
WINI VINAYAK POL, LIADHAV GOPAL KOTASTHANE , 
RAKESH KONDIRA BAHIRAT. 

Application for Patont No . 647 / Del / 90 filed on Date 
27- 6 - 90 . 

Appropriate Office for Opposition Proceelings ( Rulo 4 , 
Patonts Rutos , 1972 ) , Patent Office Branch , New Delhi 
110005 . 


Ind . Cl. : 441 

179967 
Int. C1.4 : B 64C 9 / 00 . 

APPARATUS FOR TRIMMING THE RØDDER OF A 
PROPELLER AIRCRAFT. 
Applicant : PILATUS FLUZEUGWERKE AG , A SWISS 
COMPANY OF CH -6370 STANSC SWITZERLAND . 

Inventors : ALBERTO TURI, ALBINO CERVIA , BAR 
METTLER , OTTO ZIMMERMANN . 

Application for Patent No. 666 /Del /90 and filed on dated 
2 - 7 - 90 . 

Appropriato Omce for _ Opposition Proceediugo ( Rulo 4 , 
Patonts Rules , 1972 ), Patent Office Branch , Now Dolhi 
11000 $ . 


Clalnis - 4 


Claims 2 


An Improved process for the separation of 1, 4 -benzoquin 
ono, phonol, catachol and hydroquinono simultaneously from 
the mixture formed during hydroxylation of phenol which 
comprises passing the said mixturo containing 1 , 4 -benzo 
quinono, phenol catechol and hydroquione through a colomn 
packed with tri ( 4 - ( 2 -phenylisopropyl ) phenyl ) phosphate 
5- 10 % by weight and 90 -95 % by weight of a flux consisting 
of acid washod , silanised , calçined diatomaceous carth of 
60 — 100 mosh , elutlog with nitrogen gas at the rate of 30 ml 
to 40 ml/min . at a temperature ranging from 150° C to 
200°C . 
(Complete Specification 9 Pages Drawing NIL Sheets ), 


A nchor trimming apparatus for trimming the rudder 
of a Propeller irrott haging a propeller haft in order to 
maintain the flight direction et changing tho Biglt volocity 
or the engine power of the propeller aircraft, mid apparat.. 
comprising : 

a trm flap articulate dto tho rudder; 
a trim motor for pivoting the trim flap ; 

actuating moans connected to said trim motor for actuating 
the tim mytor; 

a flight velocity sensor for determining the flight velocity 
of tho aircraft : 

a torque sonsor for determining the torque of the propeller 
shaft of the propeller; and 

an electronic control device connected to gald flight velo 
city sensor and said torquc sonsor and responsive to tho filight 
velocity determined by the flight velocity sensor and to tho 
torque of the propellor shaft dotermined by means of tho 
trim motor into a required position . 
( Complote Specification 17 Pages and 4 Drawing Shect.) 


Ind. CI. : 35 E. 

179966 
Int. C1.4 : CO 4B 38 /06 . 

PROCESS OF FORMING REFRACTORY MASS ON A 
SURFACE SUCH AS A REFRACTORY WALL . 

Applicant : GLAVERBEL , A BELGIUM COMPANY , OF 
CHAUSSEE DE LA HULPE , 166 , B - 1170 BRUSSELS , 
BELGIUM . 

Inventor : PIERRE ROBYN , LEON PHILIPPE MOTTET. 
ALEXANDRE ZIVKOVIC . 

Application for Patent No. 657 / Dol /90 filed on Dale - 
28 - 06 - 90 . 

Approprlate Office for Opposition Proceedings (Rule 4 , 
Patonts Rules , 1972 ) , Patent Office Branch , Now Delhi 
110005. 


Ind . CL : 69 B 

179968 
Int. C1.4 : HO1H 31 /00 . 

CIRCUIT BREAKER FOR HIGH AND MEDIUM VOL 
TAGE. 

Applicant : GEC ALSTHOM S . A . A FRENCH COM 
PANY , OF 38 , AVENUE KLEBER , 75116 PARIS , 
FRANCE . 
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Inventory : EDMOND THURIES , DENIS DUFOUR - 
NET MICHEL PERRET. 

Application for Patent No. 667 /De / 90 flod on 2-7 -90 . 

Appropriato Offico for Opposition Proccodings (Rulo 4 , 
Patents Rules, 1972 ) , Patont Ofico Branch , New Delhi 
110005 . 


RICA , OF 1370 AVENUE OF THE AMERICAS , NEW 
YORK , NEW YORK 10019 , UNITED STATES OF AMB 
RICA . 
Inventore : 

LAMBERT HENRY WILKES 
WILLIAM FRANCIS LALOR 

MARTIN MEHNER , 
Application for Patent No. 670 / Del / 90 filed on 3 - 7 -90. 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patents Rulos , 1972 ) , Patent Office Branch , New Delhi 
110005 . 

Claims 9 


Claims- 3 


A circuit breaker for high and medium voltage, compris 
Ing a gastight cylindrical casing ( 1 ) having an axis ( xx ) 
and filled with a diclectric gas, 

å fixed main contact ( 4 ) gurrounding a frod arcing con 
tact (5 ) said fixed contacts being mounted in said caslok 
and being connected to a first terminal. 

& main moving fontact (9 ) mado of a first metallic tube , 
aald moving contact (9 ) being provided with at & Arkt end 
an insulating blast nozzle( 10 ) 

& second metallic tube ( 6 ) coaxial to said first tube and 
mechanically fixed to sald first tube by an insulating ring 
( 11 ) provided with holes ( 12 ) , 
i u first cod (6A ) of said second tube constituting a mov 
able arcing contact, a second end of cald sccond tubo being 
connected to an insulatod driving rod (8 ), 

said fint and second tubes doining with said ring (11) a 
blast volumo (VI) closed by a blast fixed piston ( 14 ) fixed 
to a third metallic tube ( 15 ) electrically connected to second 
terminal, . . . 

said circuit breaker further comprising a fourth tube in 
contact with and located outsido gald second tube (6 ), said 
fourth tube comprising an insulatio : portion ( 29 
between said blast piston ( 14 ) and said second tube (6 ) and 
a second portion (25 ) , made of metal, located outside sajd 
blast volume (VI) and in clectrical sliding contact with said 
second tubo ( 6 ) by means of sliding electrical contacts ( 26 ) , 
said second portion bolag fxod to 4 second ploton (20 ) slid . 
ing in the annular volume comprised between said first ( 9 ) agd 
said third ( 13) tubes outsido said blast volume (VI), 

sald third tube ( 15 ) , said fourth tube (29 -25 ) , and blast 
piston (14 ) and said second piston (25) defining a second 
volume (V2), 
- Aald blast piston ( 14 ) carrying a first secondary Arc con 
tact ( 23 ) located inside second volume (V2 ) , 

said second portion (25 ) of said fourth tubo carrying a 
second secondary Arcing contact ( 24A ) located inside gald 
second volumo (V2) 

ja spring ( 27 ) belog located Inaldo said second volume 
(V2 ) and oxtending between said blast piston ( 14 ) and said 
Becond platon ( 20 ) , said blast piston and Bald second platon 
(20 ) having aperatures (16 ), (21A ) provided with valves 
(17, 22). 
hi 

m ano FIG .1 
M 

USLUN 


An apparatus for removing fibro fractions from seed cotton 
comprising a plurality of freely rotatable cage rollers (21) 
mounted in & cage (23 ) substantially parallel to one an 
other , said plurality of cage rollers (21) being rotatably 
drivable in a continuous path that suribund , an interior 
spaco , said continuous path of said cage rollers (21 ) having a 
first side comprising a working surface for receiving 
the seed cotton and a second side opposite said first side, a 
plurality of fiber separating nip rollers (36 ). (37 ) , (39 ) . (41), 
( 43 ), (45 ), mounted within said cage, ( 23 ) each of sald fibor 
soparating nip roller (35), (37), (39 ) , (41), (43) , (45, having 
an outer peripheral surface that is positioned in abutting 
relation to the cage rollers (21) on said second side of sald 
continuous path of wald cage roliurg (21) to thereby apply a 
force to the cage rollers (21 ) . 4 fiber removing pipe (27) 
located within the Interior space surrounded by said cago 
rellers (21) and connected to a source (28 ) of auction for 
drawing iber into the interior space for being (41), nipped 
by fiber separating nip rollers (35) , (37 ), ( 39 ), ( 41), (43 ), 
(45) aod for removing fibers that have been nypped by the 
iber separating nip roller (35), (37), (39 ) , (41), (43 ), (45) 
and a material supply unit (30 ) lacated adjacent Art fiber 
separating nip roller (35) , A conveying device (47) , ( 53 ) , 
(63 ) , (65) (69) being provided for conveylog unginned good 
cotton that has been retrieved from the working surfaco of 
the continuous path (23 ) back to said working surface at a 
pointed located between the furat Aber separating nip roller 
( 35) and another fiber separating nlp roller (43) located 
downstream from the first Aber separating nlp roller (35) 
whereby efficiency of fiber reparation from tho sced is im 
proved , 


- 


1 


$ 0 


(Complete Specification 12 Pages and 2 Drawing Sheets.) 


(Completo Specification * 77* Pager 


& Drawingu Shooto 3 ) 


Ind . cl. : 17209 

179969 
Int. c . : B65H 54 /68 , 

APPARATUS FOR REMOVING FIBER FRACTION 
FROM SEED COTTON . 

Applicant COTTON INCORPORATED , A CORPORA . 
TION ORGANISED UNDER THE LAWS OF THE 
STATE OF TENNESSEE , UNITED STATES OF AME 


Ind , C . : 86 B 

179970 
Int. Cl. : A 47 BJ 45 /00 . 

AN IMPROVED WALL PANEL MEANS FOR HANG 
ING OBJECTS OR HOLDING STORAGE DEVICES . 

Applicant : HAR PRAKASH SINGH , C -273 , PHASE II, 
MAYAPURI, NEW DELHI-64 . 
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Inventor : HAR PRAKASH SINGH . 

Application for Patent No . : 671/D61/ 90 filed on Dated 
5 - 7 - 90 . 


Appropriate Office for Opposition Proceedings (Rule 4 , 
Patonts Ru , 1972 ) , Patont Office Branch , New Delhi 
110005. 


Ind . Cl. : 130 (F ) , 130 (1) 

179971 
Int. C1.4 : C 22 B 11104 . 

AN IMPROVED PROCESS FOR THE RECOVERY OF 
SILVER FROM COLOUR BLEACH - FLX SOLUTION . 

Applicant : COUNCIL OF SCIENTIFIC AND INDUS 
TRIAL RESEARCH , REFT MARG , NEW DELHI- 110001. 

Inventor : NATRAJAN SATHIYAN , JAINUL ABDEEN 
AMEER MOHINDEEN ABDUL KADER , PITCHAI 
MUTHU ADAIKKALAM , SRINIVASA IYER VISVANA 
THAN . 


Claims 3 


An improved wall panel means for hanging objects or 
lolding storage devices comprising a body having at least 
one longitudinal runner glot; wherein the said sunner slot 
having a ceiling portion , an upstanding wall portion and El 
base portion ; said base portion ; having a longitudnal slit 
which is half its breadth ; the said runner slot receives a 
link member ; said link member havinga downwardly direct 
ed hook element which can slide in the said slit and therchy 
support the hanging object or hold the storage devices . 


Application for Pateuť No . 530 / Del/ 90 Oled on Dated on 
5 - 6 - 90 . 

Appropriate Office for Opposition Proceedings ( Rule 4 , 
Pate - ts Rules, 1972 ) , Patent Office Branch , Now Delhi 
110005, 


Claims 6 


An improved process for the recovery of silver from 
colour bleach fix solution which comprises treating the 
bleach fix solution with activated charcoal powder at 353K 
and a pH of 6 . 8 adding a culpbur compound with stirring 
to the resultant treated solution to reduce the forric ion to 
ferrous state subjecting the resultant 3olution to electrolysis 
at a constant potential of - 1.0V with respect to Saturated - 
Calomel Electrode in a divided cell provided with a cation 
exchange membrane between a rotating cylindrical cathode 
made of stainless steel and nickel plated inild steel or cobal 
titc spinel as anode in sodium hydroxide solution at a cathode 
current density in the range of 66 - 25Am and the anode 
current density in the range of 26 - 10Am ". 


(Completo Specification 13 Pages 


Drawing Shoots -NIL ) 


. 


fnd . . : 143D4 

179972 
Int. C1.4 : BSB 1 /02. 

AN OVERWRAPPING MACHINE FOR . WRAPPING 
THE PRODUCTS , 

App icant · KHOSTA ENGINFERS. INDUSTRIAL AREA , 
PHASE - II, MOHALI-160091, PUNJAB . 

Inventor : RAJESH KHOSLA . 
Application for Patent No. 534 / Del /90 filed on 5-1. 90 . 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Pat- nta kules, 1972 ) Patent Office Branch , New Delhi 


. 


110 005 . 


10 Claitos 


An overwrapping machine for wrapping the products with 
a fin type geal comprising a turret ( T ) having a plurality of 
pockets ( IP1) provided therein for yccomodating a packet ( P ) 
therrin to be wrapped , charactorised in hat neans being pro 
vided to provide a fin type sealing of the wrapper, said mcans 
comprises A displaceable separator aim ( S ) secured to a 
Separator motive means for causing gaid aim to be displaced 
either away or towards said product , a back support arm ( F ) 
Ercurrd to a back support motive means being provided on one 
alde of said separator for pausing a displacement of said sup 
post arm either way towards said product in an axis different 
than that of all senorator Arm ( 5 ) , a heated folder arm ( H ) 
secured to a hoat d folder motive means being provided on tbo 
other side of said separator arm for causing a 


FI 


. 


(Completo Specification 4 Pages ; 


Drawing Sheets 2 ) 
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displacerent cf said heated folder an either away or cowards 
vaid product in an axis different to that to sald Geparator 
£rn . 


Ind. C" : 34C , 145E 

179974 
Int. CI. ; C21D 1 / 00 , 3 /00 . 

AN AQUEOUS SUSPENSION CONTAINING A DISPER 
ŞED SUBTANCE AND A DISPERSING AGENT AND A 
PROCESS FOR PREPARING THE SAME . 

Applicaat : PLUSSTAFFER AG ., A SWISS COMPANY , 
OF CH - 4665 OFTRINGEN , SWITZERI.AND . 
Inventors : 

1. MATTHIAS DBURI 

2 . DANIEL FREY , 
Application for Patent No . 540 / Del / 90 filed on 6 -6 
1990 . 

Appropriate Olice for Opposition Proceedings (Rule 4 , 
Patents Rules, 1972 ) Patent Office Branch , New Delhi 
110 035, 


Fig1 


( Compi . Spocn , 11 pages ; 


Diwogs. 2 sheets .) 


Ind , c1. : 188 

179973 
Int. Cl. : C 23 C 2 /90 . 

LEAK - TIGHT VESSEL FOR CONTINUOUS OR NON 
CONTINUOUS COATING OF OBJECTS WITH A LIQUID 
COATING PRODUCT AND APPARATUS INCORPORAT 
ING SAID LEAK - TIGHT VESSEL , 

Applicant : FRANCE GALVA LORRAINE . A FRENCH 
COMPANY , OF ZONE INDUSTRIELLE LA SAUNIERE , 
89600 SAINT FLORENTIN , FRANCE . 

Inventor : JOSE DELOT. 

Application for Patent No. 538 / Del / 90 filed on date 5-6 
1990 , 

Approprlato Once for Opposition Proceedings (Rulo 4 , 
Patents Rules, 1972 ) Patont Office Branch , New Delhi 
110 005. . 

8 Clavas 
Leak - tight . vessel for continuous or non -continuous coating 
of objects ( 3 ) with a liquid coating product ( 2 ) passing 
there -tutongh , said objects being passed along parallel passage 
azes offset in relation to a central axis of said vessel ; tho 
vesse ! being characterised by a tubular body ( 1 ) made of a 
material that a permcable to magnctic fields and unwettablo 
by the liquid product ( 2 ) and at least one electromagnetio 
valvo (6 . 7 ) at cach end ( 4 , 5 ) of said tubular body ( 1 ) , gald 
valve ( 6 , 7 ) having at least one multiphase field coll ( 11 , 14 ) 
around said tubular body ( 1 ) to create a sliding magnetic field 
long the longitudinal axis of the said tubular body ( 1 ) , said 
Tding magnetic field tending to push back the liquid coating 
„ roduct ! ( 2 ) towards the insido of tho vessel, and a magne 
tic corc ( 12 , 15 ) being one with the tubulur body ( 1) and 
exterling along the axis of said tuoulut body ( 1 ) Ao as 10 
make betweon said core ( 12 , 15 ) and an internal wall of the 
tubular hody ( 1 ), a passage of a suitable whare for passing 
said objects ( 3 ) longitudinally thirough said vor.sc 


32 Claims 
An aqueous suspension containing a dispersed substanco 
and a dispersing agent, for uso , inter alia , in the production 
of paper, said dispersed substance comprising one or moro 
members selected from the group consisting of minerals Allerg 
and pigmonts, to achieve a solida content of > 60 % by weight 
and said dispersod substance carrying anexterpal neutral or 
positive cbarge , and said dispersing agent comprising ono or 
moro members selected from the group consisting of : 
( a ) amphoteric polyelectrolytes containing anionic and 

cationic monomer units, the number of negativo 
charges in tho anionic monomer units equaling the 
number of positive charges in the cationic monomer 

units ; 
(b ) cationic polyelectrolytes ; 
(c ) amphoteric cationic polyelectrolytes in which the non 

neutral monomer units each carry a predominantly 

positive charge ; 
( d ) amphoteric anionic polyelectrolytes in which the 

non -neutral monomer units each carry a pre doinl. 

nantly negativo charge ; 
( e ) partially neutralized anlonic polyelectrolytes; 
(f ) partially neutralized amphoteric anionic po yelectro 

ral monomer units each 
carry a predominantly negative charge : 
. (B ) or any combinations thereof; and 
( h ) the dispersed substance carrying a ncutital or positive 

charge to the outside . 
wherein the dispersed substance is present in an amount of 
97 ,0 - - 99 .98 % by Woight including water and dispersing agent 
is present in an amount of 0 .02 - 3 . 0 % by weight, if it lo an 
gmphoteric polyelectrolyte , a partially neutralized anionic or 
partially acutralized amphoteric Anionic polyelectrolyte or & 
combination thereof, and in un aniount 0 . 11 - 3 - 0 % by weight, 
if it is a cutionic , amphoteric cationic or amphoteric anionic 
polyelectrolyte or it combination thereof. 
(Compl. Specn. 116 pages ; 

Drwng sheet NU . ) 
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! 


Int. CI. , GIID 17 / 06 . 

179975 
Ird . ( ). : 970B & D . 

A PROCESS FOR PRODUCING FROH ACTIVE DETER 
GENT PARTICLES . 

Applicant : THE PROCTER & GAMBLE COMPANY . 
Inventors : 

1. FRANK JOSEPH MUELLER . 
2 . LESTER JOHN TIOLLIHAN . 
Application for Patent No. 557 / Del /90 filed on date 8 -01 
1990 . 


M5 


ST 


more 


Fig 1 


Drwngo , 4 sheats ) 


(Compl. Specn . 22 pages ; 
3 _ 397. GI / 97 
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- 


- 


- 


Appropriate 
Patents Rules , 
110005 . 


Office for Opposition Proceeding. (Rule 4. 
1972 ) Patent Office Branch , New Dellii 


Y 


OU 


22 Claims 


A process for producing high active detergent particles , 
which comprises . 

(a ) reacting in a continous neutra ization systent such 45 
herein described C12 -18 alkyl sulfuricacid , or C10 - 18 alky ! 
benz - ne sulfonic acid , or mixtures thereof with an alkali nietal 
hydroxide solution which is greater than or equal to 62 % 0 by 
weight of the hydroxide , to produce a noutralized product 
having less than or equal to 12 % by weight of water ; 


Figlo 


(Compl. Specn . 27 pages ; 
(Prov. Specn . 6 pages ; 


Drog . 1 sheet.) 
Ding, 1 shect , 


(b ) adding 10 quid continuous neulalization system during 
formation of said neutralized product a polycthozylate select 
ed from polyethylene glycol of a moleculus weight between 
4 .000 and 50 000 ethoxylated nonioníc surfactant of the fos 
mula R ( OCH4 ) OH , wherein R is a Cl. -R1 alkyl group or 
a C3-10 alkyl phenol group and n is from 9 to 80 , with it 
melting point greater than or equal to 120°F ( 18 .940 .) ; or 
mixtures thercof; 


10 FIY 


tho 


wherein the wcisht ration of the additive of step 
product of step ( a ) is from 1: 5 to 1 : 20 ; and 


Ind . Cl. : 127 DI 

179977 
Int. C ]. : B65B 65 /00 . 
· A GEARING FOR DRIVING A CO -ROTATIONAI 
TWO - SHAFT MACHINE , 


( c) forming detergent particles , particles in 
munner , 


any known 


( Compl Specn . 23 pages 


Drwng. Shceis Ņil.) 


Ind. Cl. ; 94 A 

179976 
Int. Cl. : B 24 D 11 /00 . 

A PROCESS FOR THE MANUFACTURE OF GRIND 
ING MEDIA /PEBBLES , 


Applicant ; RHODIA AKTIENGESELLSCHAFT , 
GERMAN COMPANY OF ENGESSERSTRASSE -8 , POST 
FACH 1320 .7800 FREIBURG , WEST GERMANY. 

Inventor : HERR RUDIGER DOLLHOPF . 
Application for Patent No . 563, Del/90 filed on date 11-06 
1990 . 

Appropriate Office for Opposition Proceedings ( Rule 4: 
Patenty Rules , : 972 ) Patent Onice Branch , New Delhi 
110 005, 


Adplicnnt : A . K . PATWARDHAN . OF METALLURGI 
CAL ENGINEERING UNIVERSITY OF ROORKEE , 
ROORKEE- 247667, INDIA , AN INDIAN NATIONAL . 


12 Claims 


Inventor : A . K . PATWARDHAN . 

Application for Patent No. 551 / Del /90 filed on date 11-06 
1990 , 

Complete left after provisional pecification on 10 .09 . 
1991. 


A gearing for Jriving a co- rotational two-shaft machine, 
in particular for driving a double screw extruder having two 
Co -rotating screws positioned in a given distance which com 
prises 


Appropriate Ofice for Opposition 
Datante Rules, 1972 ) Patent Office 
110 005 . 


Proceedings (Rulo 4 , 
Branch). New Dellil . 


an intcrmediate gear (5); 
an internally toothed ring goar (6 ) ; 


3 Claims 


two pinions ( 4 , 7 ) of cqual size and having teeth engag 
ing with said intermediate geut ( 5 ) and said internally tooth 
ed ring gear (6 ), one of said pinions being a driving pinion 
(4 ) and second being output pinion ( 7 ) ; 


A process for the manufacture of grinding pebbles comp 
rising in casting pebbles from cast iron by known method 
characterised in that the pebbles being casted from unalloyed 
cast iron such as white cast iron subjecting said pebbles to 
a step of graphitization for a period of 5 to 300 minutes 
by heating at a temperattire of 700 to 950C and then sub 
Jecting said pebbles to tho step of oil qucnching so as to 
obtain pebbles having the required wear resistance and frac 
turing resistance properties . . 


a single driving shaft ( 1 ) extendig at 
bearing beyond raid driving pinion (4 ) an 
to ; 


one end of the 
conneoled there 


to axis, parallel output shafts ( 2 , 3) at the otficr end of 
haid gearing , said pinions being mounted thereon , said driva 
ing pinion (4 ) heing also positioned on said driving shaft. 
Raid output pinion ( 7 ) being positioned on the second o 
put driving shaft ( 3 ) ; 


and lwing locatel offset to said driving pinion in the axial 
direction by said distance between said two shafts of the 
machine respctively or said to sorewis of the extruder ; 


Fig. 1a 


ART 12 – SAC . 2 ) 


THE GAZETTE OF INDIA , JANUARY 3, 1998 (PAUSA 13 , 1919 ) 


10 


the first output shaft ( 2 ) being positioned on the side of 
the driving pinion ( 4 ) opposite the driving shaft, and driving 
ft and said first output shaft ( 2 ) forming a continuous 


of ethylene vinyl acetate copolymer , ethylenc / vinyl alcohol 
copolymers , ethylenc / acrylic and acid copolymers , cthylene / 
ethyl acrylate copolymers , ethylenc / inethacrylate copolymers 
ABS -copolymers, styrene Macrylonitrile copolymets , ethylene / 
inaleic acid anhydride copolymers and mixtures thereof; such 
that the sum of components (b ) and (c ) constitutes 1 % to 
80 % by weight of total composition ; and 

( d ) the balance , if any, of one or more materials selected 
from the group consisting of fillers, lubricants , mold release 
Agents , plasticizers, forming agents , stabilizers, flow acoolcra 
tors , coloring agents , pigments and mixtures thereof, 


( Compl. Spoon. 31 pages ; 


Drwng . Nil. ) 


Ind. C1. : 70 B , 173 A 

179979 
Int. C1. : BOLJ 4700 , 

A POINT FEEDER FOR FEEDING ADDITIVES TO 
ALUMINIUM ELECTROLYSIS CELLS. 

Applicant : NORSK HYDRO A . S ., A NOREGIAN COM 
I ANY OF BYGDOY ALLE 2 ,0257 OSLO 2, NORWAY, 
Inventurs : 

1 . KJELL M . DALEN . 
2 . ALFRED KVALAVAG . 

3 . . BERNT NAGELL , 
Application for Patent No . 575 /Del/ 90 filed on date 13 -6 
1990 . 

Appropriate Office for Opposition Proceedings ( Rule 4 , 
Patcnts Rules 1972 ) , Patent Office Branch , New Delhi 
110 015 . 


(Compl. Speen . 17 pages; 


Diwiga . 2 sheets .) . 


6 Claims 


Ind . C1, : 152 F . 

179978 
Int. Cl" : CO8L 3/02 . 
A COMPOSITION CAPABLE OF BEING FORMED IN 

ARTICLES HAVING SUBSTANTIAL, DIMENSIONAL 
STABILITY , 

Applicant : WARNER - LAMBERT COMPANY , 201 
TABOR ROAD MORRIS PLAINS, N , J . 07950 USA . 
laventor : 

1. JEAN -PIERRE SACHETTO . 
2 . DAVID JOHN LENTZ . . 

3 . JAKOB SILBIGER , 
Application for Patent No. 569 /Dc[/ 90 filed on date 12-6 


Ajoint ſeeder for feeding additives to aluminium electro 
lysis colls , said additives being fed to the electrolytic bath of 
a cell through a hole in tho bath crust via a pipe ( 28 ) , said 
point fceder comprising a crust breaker consisting of a crow 
bar ( 14 ) , said cow bar hcing connected with a piston / cylin 
Her device (13 ) characterized by a housing having an upper , 
wholly or partly open part ( 3 , 4 ) and lower closed part 
( 5 ) , yuido (17 ) in the form a bushing being located bet 
ween said upper and lower paits , said crow bar extending 
down through (17 ) sijd guide and said pipe ( 28 ) being con 
nected to the lower part (5 ) of said housing , or being pro 
vided under the low T part ( 5 ) , of said housing 


1 


1990 . 


Appropriate Office for Opposition Proceedings ( Rule 4 , 
Patento Rulos, 1972 ) Patent Office Branch , New Delhi 
110 0051 


( Compl. Speen , 11 pages; 


Drwng , 1 sheet.) 


12 Claims 


• A composition capable of being formed into articles having 
substantial dimensional sinbility comprising : 

(D ) from 20 % to 99 % of destructurized starch of the 
kind such as herein described ; 

(b ) 1 % to 50 % by weight of total composition of at least 
orie copolymer selectod from the group consisting of poly / vinyl 
alcohol-co vinyl acetatel, ethylenc vinyl alcohol / vinyl ace 
tate copolymers, ethylene / vinyl chloridc / vinyl alcohol / vinyl 
acetate graft copolymers, vinyl alcohol / winyl acetate / vinyl 
chloride copolymers, vinyl alcohol / vinyl acetato / vinyl chlo . 
ride / diacryl amide copolymers , vinyl alcohol/ vinyl butyral 
copolymers, vinyl alcohol/ vinyl acetatc /vinylpyrrolidond 
copolymers whorein the vinylalcohol units are preseot in an 
amount of 20 mol % to 90 mol % ; 

( c ) thermoplastic polymer capable of undergoing melt 
Lurmation at a siet processing temperature within the range 

of 95°C to 240°C (preferably 95°C to 190°C ) and is selected 
from ( i) the group consisting of polyethylenes, polypropy 
lenes , polyisobutylcnes , polystyrenes, polyacrylonitriles, 
poly ( Vinylcarbazols, polyacrylates, polymethacrylatem, paly 
Tvinyl chloride ) , poly ( vinyl, acetato ) , polyamides, thermo 
plastic polymers, thermoplastio polyurethanes, polycarbonates , 
Poly (alky:ene terephthalatı ), or ( ii ) tho woup consisting 


Ind . cl. : 1 . 62D XXII (1 ) 

179980 
2 . 32 ( C ) X 

3 . 170 D , 
Int. C1. : 1. C08 L 39 / 00 . 

2. C 10 D 1100 
A FIBER CONDITIONING COMPOSITION . 

Applicant : COLGATE PALMOLIVE - COMPANY , A 
CORPORATION ORGANISED UNDER THE LAWS O 
THE STATE OF DELAWARE, UNITED STATES O 
AMERICA , OH 300 PARK AVENUE, NEW YORK , 
NEW YORK -10022 , UNITED STATES OF AMERICA , 
HEREBY DECLARE . 


Inventors : 

1 . AMRIT MANILAL PATEL , 

2 . CLARENCE RALPH ROBBINS . 
Application for Patent No. 582 / Del / 90 filed on dato 144 
1990 

Appropriate Office for Opposition Proceedings (Rulo 4 , 
Patents " Rules 1972 ) , Patent Office Branch , New Delhi. 
110 005 , 
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Application for Patent No. 440 /Del / 90 filed on 8-5 
1990 . 

Appropriate Office for Opposition Proceedings (Rule , 
Patents Rules 1972 ), Patent Office Branch , Now Delhi 
110 005. 


16 Claims 
A fiber conditioning composition comprising by weight 0 . 1 
to 3 % of u cationic surface active fiber conditioning agent 
of the kin such a hercinbefore described , 0 . 1 to 5 % of a 
normally water insoluble solid poly - lower alkylene having 1 
to 5 carbon atoms, 0 . 1 to 10 % of a normally liquid hydro 
carbon or mixture of hydrocarbons of the kind such as here 
imbefore described to make vid poly -lower alkyleno water 
despersible in the presence of said fiber conditioning agent, 
up to 35 % of a water solublo ryuthetic organic detergent of 
the kind such as hercjnbefore described , an aqueous medium 
of up to 95 % by weight water and the balance if any com 
prising adjuvants of tho kind such as hereinbefore describ 
ed . 
(Compl. Specn . 33 pages ; 

Ding seet N 


9 Claims 


A perfunze particulate composition having an average size 
of less than 350 microns which comprise from 5 % to 70 % 
of a perfuins dispersed in fron 30 % to 95 % of a water 
insoluble polymeric carrier material such39 herein 
desoribed havin a molecular wetght of from 100 to 30 , 000 , 
a melting point of from 37 C ., to 190°C ., and a hardness 
valuo of [rom 0 . 1 to 15 , said particles optionally further 
comprising one or more of the following: from 5 % Ir 
50 % of a pH -sensitive material coating such as heroiu 
cribed coating the outside surface of the particle; from 0. 5 % 
to 10 % , by weight of the perfume partides of a plasticizer 
matorial such as heroin desaibed ; from 1 % to 25 % of a 
fabric substantive material coating the outsido surface of the 
particle , whicrein said fabrio sulsiantive material is selected 
from tho group consisting of ditallowalkyl dl-methylammo 
nium methylsulfato , ditallowalkyl-uiniethylamonium chlo . 
ndo diconitalkyl dimethylanmonium nicthylsulfato , dicoco 
nutalkyl dimenthylammonium chloride , and mixtures thereof; 
and a water - soluble material such as herein desciibed coating 
the outside surface of the particle . 


(Comp . Spécn . 53 pages ; 


Drwog . sheet Nil .) 


Ind . Cl. : 170 ( A ) 

173981 
Int . CIT . C 11 D , 1 / 722 . 

COATED PERFUME PARTICLES . 

Applicant : THE PROCTER & GAMBLE COMPANY , A 
COMPANY ORGANIZED AND EXISTING UNDER THI, 
LAWS OF THE STATE OF OHIO OT ONE PROCTER & 
GAMBLE PLAZA , CINCINNATI, STATE OF OHIO , UNI 
TED STATES OF AMERICA , AND MINNESOTA MINI 
NG AND MANUFACTURING COMPANY, A 
COMPANY ORGANIZED AND EXISTING UNDER THE 
LAWS OF THE STATE OF DELAWARE OF 3M 
CENTER , BUILDING 220 - 12W - 01, ST ., PAUL , STATE - . 
55144 - 1000 , UNITED STATES OF AMERICA . 
Inventors : 

1 . DIANE GROB SCHMIDT . 
2 . HOWARD JOHN BUTTERY . 

3 . ROBERT JAMES NORBURY . 
Applicntion for Patent No. 439 Del / 90 tiled on 8 -5 . 
1990, 

Appropriate Office for Opposition Proceedings (Rule 4 , 
Patents Rules 1972 ), Patont Offico Branch , New Delhi. 
110 005. 


Int. Cl. : 0 O1 R 19 /00 . 

179983 
Ind. Cl. : 126 € 

APPARATUS FOR MONITORING TEMPERING OF 
AN ELECTRIC SUPPLY TO A LOAD . 

Applicant : POLYMETERS RESPONSE INTERNATIO 
NAL LTD ., AN ENGLISH COMPANY , OF PRI HOUSE 
MOORSIDE ROAD , WINNALL INDUSTRIAL ESTATE , 
WINCHESTER , HAMPSHIRE , S023 7RX , ENGLAND . 


9 Clims 


Coated perfume particles having us average size , whico cont 
ed , of loss than about 350 microns which comprise from 5 % 
to 70 % of a perfumo dispersed in fron 30 % to 98 % of a 
water insoluble polyıneric carrior material such as hercin des . 
cribed having a molecular weight of from 100 to 30 , 000 , a 
melting point of from 37°C to 190°C , and a hardness valuo 
of from 0 . 1 to 15 , said particles having a substantially water 
insoluble variable coating of tho kind such as herein described 
on their outer surfaces , wherein the coating on the perfume 
particles comprises 30 % by weigbt of the perfume particles , 
said coated particle having an average size less than 350 
microns . 


Inventars : 

1. SANJAYA SINGHAL . 
2 . KRISHNA KUMAR YADAV. 
Application for Patent No. 460 /Del / 90 filed on 15 -5- 1990 . 

Appronriate Office for Opposition Proceedings (Rule 4, 
Patents Rules 1972 ) , Patent Ollico Branch , New Delhi. 
110 25. 


(Compl. Speun . 24 pages ; 


Drwng slicet Nil.) 


Ind . CI. : 170 ( A ) 

179982 
Int. Cl. : CUD , 1 /722. 

A PERFUME PARTICULATE COMPOSITION . 
Applicant : THE PROCTER & GAMBLE COMPANY , A 
COMPANY ORGANIZED AND EXISTING UNDER THE 
LAWS OF THE STATE OF OHIO OF ONE PROCTER & 
GAMBLE PLAZA , CINCINNATI, STATE OF OHIO , UNIT 
ED STATES OF AMERICA , 


8 Claims 
Apparatus for monitoring tcmpering of an electric supply 
to a load comprising : 

First sensing means for detecting supply voltage in each 
phase of the supply line . 

Second sensing means for Jelocting load current of power 
consumption by load corresponding to the detected voltage 
in . cach plaso of the supply line. 

Output of time first and second sensing incans being con 
nected to microprocessor means responsive to said sensed vol 
tage and said sensed current or power consimption which 


Inventor : DIANE GROR SCHMIDT. 
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indicates that tempting has occurred in the apparatus when 
lond current or power consumption is detected in the absence 
of a detected voltage . 


Applicant : FENRIR AG ., A SWISS CORPORATION , 
C / O STRAUB , MOSER STRAUB HANIBUHL 8 , CH 
6300 ZUG , SWITZERLAND . 

Inventors : YONATHAN SCHEININ , 

Application for Patent No . : 483 /Dcl/ 90 filed on 
18 -05-90 . 

Appropriate Cilice for Opposition Proccedings (Rule 4 , 
Patent Rulcs, 1972 ) , Patent Office , Branch , New Delhi 
110 005 . 


MULLAX 


LAL 


LE 


( Claims 40 ) 
. An endless drive belt, comprising : 

a compression member helt ( 2 ) having a surface and 
comprising 4 solid but softenuble elastic material comprising 
& first elastomer ; and 
. a load -carrying layer ( 4 ) constituted by a plurality but 
at least more than one full tum of a load - carrying member 
(6 ) wound along and round said surface to of said com 
prussion member belt 12 ), un load -carrying member (6 ) 
comprising a cord ( 8 ) embedded in an envelope ( 10 ) com 

a solid but softcnable elastic material comprising a 

clastomer . characterised in that said cocond elastomer 
is fusable with said first elastomer and that said turns of said 
wound layer ( 4 ) of guid load - carrying member ( 6 ) ar 
intimately bonded 10 said surface of quid compression mem 
ber bolt ( 2 ) , the interface between said turns and said sur 
tuod comprising fused inaterial from both an adjocent surface 
layor of suid anvelope ( 10 ) of sail cord of said load 
carrying member ( 6 ) and as adjacent surlaco layer of said 
surface of said compression member belt ( 2 ) , said turns 
being at least puitially impressed in said surfacc . , 


dk 


( Compl. Specn . 11 puges ; . 


Diwings. 


Shcets .) 


MW 


179984 


Int. C1. : 32E & 14031 
Int. Cl. : C10M 127 / 02 . 
OIL COMPOSITION , 


Applicants : SHELL INTERNATIONALE RESEARCH 
MAATSCHAPPIJ B . V . A NETHERLANDS COMPANY , 
OF CAREL VAN BYLANDTLAAN 30 , 2596 HR , THE 
HAGUE , THE NETHERLANDS : 


Fig 5 


38 


Joventors : WILLIEM SJARDIJN , WILHELMINA JOH . 
ANNA MARIA VAN DER LINDIN LEMMERS , MARI 
NUS JOHANNES REYNHOUT AND HENDRIK SCHA - , 
DENBERG (NETHERLANDS ) . 

Application for Patent No . 473 / Del /90 filed on 17-05 
1990, 

Convention No . 8911611.5 date 19 -05- 89 country U .K . . 

Appioprinte Office for Opposition Proceedings (Rulo , 
Patents Rules 1972 ) , Patent Office Branch , New Delhi 
110 005 . 


7 Claus 
Oil composition comprising mineral oil and from 0 .001 % 
to 2 % by wt of the composition an additive, suid addſtive 
being a copolynier" of two alpha - olefins containing at least 
16 carbon atoms copolymerized in any manner such as here 
inbefore described . 
( Compl. Specn . 11 puges ; 

Drwng. NII ) 


ATTI 


. 


CurT 


Ind . CI : 116 C 

179985 
Int, Cl. : B 65 G , 15 / 00 . 

" ENDLESS DRIVE BELT, METHOD AND DEVICH? 
POR PRODUCING SAUD ENDLFSS DRIVE BELT" . 


- 


L 


( Complete Specification : 24 pages;. Drawings : 3 Sheets ) 
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Int . C1.4 : 1221D , 1 /00 , 

179986 Appropriate Office for Oppusition Proceedings (Rule 4 , 
F27B , 1 / 00 . 

Patents Rules , 1972 ) . Patent llice , Branch , New Delhi 

110 005 . 
Ind , C1, : 85R 
1290 

( Cldim ; 20 ) . 
COUPLING DEVICE BETWEEN DRILLING ROD 
AND , WORKING TOOL OF DRILLING MACHINE Apparatus for particle delermination in liquid metals com 
FOR DRILLING TAPHOLE OF SHAFT FURNACE . 

prising the detection and measurement of particle in liquid 
Inventors : ( 1 ) JEAN METS , 

metal, the apparatus comprising : 
(2 ) SEVERINO VENTURINI. 

electrically insulating wall meany ( 16 ) having a passage 

( 22 ) thercin for the passage of molten metal therethrough ; . 
Applicant : PAUI WURTH S . A . A COMPANY 
ORGANISED UNDER THE LAWS OF GRAND DUCHY molten metal flow inducing incans ( 24 ) for urging molten 
OF LUXEMBOURG OF 32 URE ALSACE, L - 1122 LUXE 

motal through said passage ( 22 ) in the form of a stream 
MBOURG 

thereof; 
Application for Patont No. ; 490 , Del /40 filed on 
21 -05 - 90 . 

a pair of current supply, clectrodes ( 12 , 14 ) disposed on 

opposite sides of said wall mcaos ( 16 ) for insortion into 
Appropriate Office for Opposition. Proceedings (Rule 4 , . 

the liquid metal to establish a curient path between said 
Patents Rules , 1972 ) , Patent Oflico, Branch , New Delhi pair of current supply electrocles ( 12 , 14 ) through said 
110 005 , 

passage ( 22 ) : 

current supply lead meanis ( 30 , 32 ) conuccted impoctively 
(Claims ; 4 ) 

10 mid current supply electiodes ( 12 , 14 ) for passing a 
Coupling device between drilling 100 und working tool 

current in the current path froni a source thereof; 
Of a drilling machine for drilling tapholc of a shaft furnace , 

at least a third electrode ( 15 ) for jusertion into the 
said device comprising a chuck to bo secured to the working 

liquid motal with said fust -mentioned pair of current supply 
tool, said chuck having a front cavity for receiving an end 

electrodes ( 12 , 14 ) ; 
of said rod for drilling , a gripping means for fastening tho 
end of the said rod is said cavity, said gripping means consist 
ing of at least two sliding rods located gymndirically about on 

test Icad treuly connected to a pair of said electrodes ( 12 , - 
axis of said cavity , each said sliding rod for rod carrying at 

14 , or 12 , 15 ) on opposite sides of suid wall Dicans ( 16 ) 
ono end thereof, a jaw for grasping suid ond of said glicing 

for conncction to detection means (40 , 42 , 44 , 46 ) for 
rod carrying for drilling an opposite ond of each said sliding 

detecting the voltage differeuce beiwoon wall pair of electro 
fod carrying a piston , cách said piston being exposed on 

des ( 12 , 14 Or 12 , 15 ) lesulting from the current and for 
one side thaeot to the action of a pneumatic or hydraulic 

detecting changes in the voltage difference resulting from the 
fluid in onet . lv close tho gripping meals by urging penan 

passage of differently -conducting particles through the 
tration of said jaws inſo the rod for drilling , opposito side 

passage ( 22 ) and for the consequent production of a 
of said piston abutting elastic moans which act in opposition 

corresponding test signal; 
# to said Quid , each of the said , pistoni slidably locatel in 1 

seuled cylindrical chumber closed at the rear by a plug said last-mentioned pair of said electrodes ( 12 , 14 or 12 , 
characterised by a spring located betwcen the said plug and 15 ) constituting at least part of an interferonco untenna 
the adjacent face of yaid piston , said spring being strong 

producing an interference sig til from incident electric in 
enough to kecp suid piston away from the plug in opposition terference , which interference signal is super imposed on 
to the action of the suid elastic mcaus . 

said tost signal; 


w 


ww. 


Wherein another pair ( 17 . 15, or 1 , 14 ) oſ said three 
electrodes constituting a cancellation antenna aro disposed 
adjacent tho said interforence antenna to produce an inter 
ference cancellation signal from the said incident inter 
forenico ; 


wwwwwwwwwww 


w 


www 


WA 


and signal adding meano ( 40 or 68 ) are connected to 
said test lead menas for adding said interference cancellation 
signal to the said test sigoal in opposition to the interference 
signal to at lcast reduco the amplitude of the inteiferenco 
signal, 
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(Complete Specification : 6 pages; 


Drawing : 1 Sheet ) 


JAMUT 


Y 


und 


33 


3 


SC 


- 16 


2 


CCHNIN 

A > 
COP ) 


Ind . ( 1. 126 D 

179987 
Int: C1.+ : GOI N 27 / 00 , 

" APPARATUS FOR PARTICIE DETERMINATION 
IN LIQUID METALS " . 

Appliaunt : ALCAN INTERNATIONAL LIMITED , A 
CANADIAN COMPANY. OF 1188 SHERBROOKE 
STREET WEST, MONTREAL, QUEBEC H3A 3G2, 
CANADA , 
. Inventor : RAYNALD HACHEY , 

Application for Patení No. : 491 /Del / 90 filed on 
21- 05 - 90 . 


( Complete Specifications ; 3 $ pages ; Drawings : 11 Sheets ) 
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Ind. Cl. : 195 B XXIX ( 3 ) 

179990 
Int. C1.* : F 16 K 1 / 00 , 

A DEVICE FOR ITIE USE ON THE PUBLIC JIY 
DRANTS AND OTHER PLACES " . 

Applicant : HARJINDER KAUR , AN INDIAN NATIO 
NAL OF A -05, SHIVALIK NAGAR , BHEL , HARDWAR , 


" Inventor : HARJINDER KAUR , 

Application for Patent No. : 523 / Dol /90 
30 - 5 . 90 . 


filed 


on 


HOVU, 


Appropriate Ofice for Opposition Procedings - (Rule 4 , 
Patents Rules, 1972 ) , Patent Office Branch , New Delhi- - 
110 005 , 


Ind . a . : 14042 . 

179988 
Int. Cl. : CIOM 10.3 ; 22 . 

" LUBRICATIIG OIL CONOSITION FOR INTERNAL 
COMRUSTION ENCINFS " . 

Applicant : TIE LUBRIZOL CORPORATION , A 
CORPORATION . ORGANISED UNDER THW LAWS OF 
THE STATE OF OHIO , UNITED STATES OF AMERICA , 
OF 29400 LAKELAND BOULEVARD , WICKLIFFE , 
OHIO 44092 , UNITED STATES OF AMERICA , 

Inventors .: STEPHEN HAROLD ROBY , 
Application for Patent No. : 512 Del /90 Neit . on 
28 -05 - 90 , 

Appropriate Offico for Opposition Proceedlings ( Rule 4 , 
Patents Rules 1972 ). Patent Office, Branch New Delhi 
110 005, 

11 Claims 
A lubricating nil composition ( o internal combution 
engines which comprises : 

( A ) a major amount of oil of lubricating viscosity ; 

( B ) at least 1 .0 " by weight of at least one carboxylic 
derivatives which is a reaction procłuct of 

( B -1 ) at least one shstituted sqccinic acylating agent 
with 

( B - 2 ) at tcast one amine compound charactorised by tho 
presence within its structure of at least one HN group where 
in said substituted succinic acylating agent consist of substi 
tuent groups and succinic * froup whereis tho substituent 
groups are derived from polyalkene, and polyalkene being 
characterised by an M1 value of 1300) to 5000 and an Mw 
Mn valuc of 1. 5 to 1. 5 Shit acylating agents characteriscul 
by the presence within their. Kţiucturo of an average of at 
Icast 1. 3 sliccinic group for each .. equipment weight of 
substituent groups ; and 


3 Claims 


A device for the use on the public hydrants and other 
places comprising a main unit ( 4 ) consisting a housing ( 12 ) 
having a spring loaded main valve ( 9 ) disposed therein 
characterised in and locking means being provided for 
locking the device after fitting it on the sorvice supply pipe , 


An operating unit comprising a housing habing a plunger 
disposed therein so as to push the main valce of suid main 
for pushing back said plunger to stop water supply, an outlet 
being provided in said housing for allowing the discharge of 
wator . there through , 


Ya 


( C ) at loant one mantiese cominound in 011 Amount 
sufficient to proviile from 1 to 500) Pin of manganese 14 
irfetal, provided that the manganese compound is not ? 
natural manganese dihydrocary! phosphorodithioale , 

Completo Specification : 106 pages; Drawing : Nil ) 


VON 1 


(Complete Specifications : 8 pages : 


Drawing Sheet :1 ) 


Ind . Ci, : 32 E . . 

179989 
Int. Cl. : C08F 210 / 14 . - 
: " A PROCESS FOR PREPARING A LIQUID POIY 
MER " 

Applicant : THE TURRIZOL CORPORATION . A COR 
- PORATION ORGANISED UNDER THE LAWS OF THE 
STATE F OHIO . UNITED STATES OF AMERICA . OF 
29400 LAKELAND ROULEVARD WICKLIFFE , OHIO 
44092, UNITED STATES OF AMERICA , 
Joventors : ( 1 ) ROGER CFE SOWERBY , 

( 2 ) CURTIS RICHARD SCHARF . 
Annlication for Patent No . : 513 , Del / 90 filed on 
28 -05- 90 . 


Appionriate Office for altasiti Procedimus ( Rule 4 
Tatonta Rulcs , 197 . ) , Patent Office Bruch , New Delhi 
110 005. 


C1. : 32 ( A -1) 

179991 
Int. a .: : C 09 B 29 /09 . 

" THE PROCESS OF PREPARING VINYL SULFONE 
DYE " . 

Applicant : HOECHST CELANESE CORPORATION , 
OF ROUTE 202 -206 NORTH , SOMERVILLE , NEW 
JERSEY , UNITED STATES OF AMERICA. 


18 Claims 


A process for prenning 3 louid mlymer comnlivog con - * 
tarting at least inn alml:n- olrfin containing from - ;O carbon 
atomnu with a pale ultry ( omrisnju int least one nrim 
arv or secondary rwants helide 5116h , as herein described and 
a Lewis hic catalynt 4711 76 Therein described in the pre 

wance of a hainauntrul silveni under conventional poly 
mrrisisation ronlitione onlinnally in the presence of upto 
0 , 1 wion, of u protia ripinnoind . 
( Complcte Specificntions ? pager ; Drawing Sheet :: Nil ) 


Inventors ! ( 1 ) JOHN WALTER DONOVAN , 

, (2 ), FRANK PROSPER LAVIERI, 
Application No. : 206./ Cal /1993 filed on 8th April, 1993 . 


Appropriato Office for Opposition Proceedings 
Patents Rules , 1972 ), Patent Office, Calcutta . 


(Rulo 4 , 
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! 


6 Claims . . 
the process for making a compound of the formula i 


along sald auxiliary reciprocating displacement in me dirence 
tion opposite the direction of the auxiliary reciprocating 
displacement. 


SO3H 


SYS 


NENOR 


114. 3LV A 


Neeme 


112 


HO . . 


. 


$ 02X 


(Compl. Specn . : 36 pages; 


. 


Drgris. 17 sheets ) 


X and Y are independently à vinyl group , or a fiber reactivo 
group of the general formula -CH2CH2- 2 wherein Z · is 
chloro , Bulfato , thiosulfato or phosphato , nnd r is . C1-C4 
Alkyl by tho steps of ; 

Cl. : 40 C 

179993 
coupling , a phenyl compound with a diazonium salt . . Int. CI. ; B 29 C 67 /20 , C 08 J 9 / 12 

" A METHOD FOR THE PRODUCTION OF INTEGRAL 
( Compl. Specns. : 13 pages: Drgas . Sheet :Nil) SKIN FOAM . " ; 

Applicant : PPV VERWALTUNGS AG ., OF FROBELS . 
TRASSE 33, CH -8032 ZURICH , SWITZERLAND . 
• Invontots : 1. GUNTER POŚCHL , 2. HANS- JÜRGEN 

WAYAND , 
al: 129 C, F , G , H 

179992 Application No. : 360 / Cal / 1993 filed on 25th Junc, 

1993. 
Int. CI. : B 26 D 5 / 00 

Appropriate office for opposition proceedings (Rulo 4 , 
" A PENETRATING TOOL ." 

Patents Rules 1972 ) , Patent Office , Calcutta . 
Applicant : CLEAR CUT LIMITED , OF INDUSTRIAL 

4 Claims 
PARK T . M . D ., MISHOR YEMIN , DERECH ORON ( 206 ) 
ARAVA 86800 , ISRAEL , 

A mothod for the production of integral skin foam from 
Inventors : 1. DOV SHILKRUT , 2 . BORIS SHEININ , 

2 liquid skeleton sybetance lika plastic or inorganic material, 

which is foamed up by atleast one inert , non - iomablo gas 
3 . ROMAN GEBSTEIN , 4 . RUDOLF BOTNER . 

such as herein described , which is set free by energy supply , 
Application No. : 822 /Cal/ 1993 filed on 10th June, 1993. : : whereby the inert, non -flammable gag together with a low 

quantity of hydrocarbon : fluid such as horcio described is 
Appropriate office for opposition proceedings (Rulo 4 , 

addod to the liquid skeleton substance and whereby only the 
Patents Rules, 1972 ), Patent Omce, Calcutta . 

, Inert, non -flammable gas serves during the energy supply for 
the foaming up of the skeleton substance and the hydro 
carbon fluid promotes the formation of a dense outor skin 

of the integral skin foam , characterised in that the liquid 
17 Claips 

skeleton substanco is brought into a chamber and a cono 

chemical process is brought about, in order to dissolve the 
A penetrating tool for penetratiog a workJiece , compris nasscs in the liguld skeleton substance , and the addition of 
ing : 

hydrocarhon fluid is less than 1 % by Vol. of tho inert gas 

and the liquid skeleton substance and consists of cyclobuta 
. a penetrating element; 

cyclohexane, cyclopentano Or a mixture thereof . 
a basic displacement moans ( 12 ) for establishing a basic ( Compl . Speçn , : 11 pagds ; 

Drgos , ; 1 sheot ) 
displacement between the workpiece and tho tool during 
which said displacement tho penetrating action is provided ; 
- , an auxiliary dispłacement moans ( 17 ) for imparting to 

Cl. : 50 D 

179994 
Ata penetrating element an auxiliary displacement in the 
form of a reciprocatin displacement superimposed on said Int . Cl. ; FZ D 2 $ /02 
basic displacement during said penetrating action and having 
B frequency and amplitude which , independent of reactions " MODULAR REFRIGERATION APPARATUS." 
of the workpiece to penetration , are substantially inyaniant 
in time, said frequency of the auxiliary reciprocating dis 

Applicant : THE COCA - COLA COMPANY. OF ONE 
placement being substantially greater than a frequency of 

COCA COLA PLAZA , N . W .. ATLANTA, GEORGIA 30313 , 

UNITED STATES OF AMERICA . 
sold baslc displacement ; . 

Inventors ; 1 . ARTHUR GILBERT RUDICK , 2 . SHAUN 
a balancing means ( 19 ) for generating a force in Said PLAISE GATIPON . 3 HOWARD WILLIAM WACHEN . 
system so as to substantially counterbalance inertial loada- UPIN 
and reactions in said system set up by paid auxiliary recipro 
cating displacement, said force bring directed substantially . Application No. : 363 /Cal/ 1993 filed on 28th Juos , 1993. , 
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Appropriate office for opposition procoading 
Pateota Rules , 1972 ) , Patent Omeo , Calcutta . 


( Role 4 , 


18 Claimg . 
A modular retrigoration apparatus comprising # cabinet 
having a front opening for separately receiving a plurality of 
rendovablc modular units , said romoveable modular unita 
including one of . Detected plurality of interchangeable 
storago units and a refrigeration unit, aid selected one of the 
pluralty of interchangeable unlto positioned within the upper 
portion of the cabinet for worlok a plurality of container , 
iho refrigeration unit positioned within the lower portion of 
the cabinet and la communication with the upper portion 
for cooking the entire interior of the said upper portion , said 

Interchangoablo Morage unity and refrigoration unit bolat 
i removably disposed witblo cho cabinet 


datans for Uncharging off trom the overtow volt a 
the ary man ( 1 ) while ducting it to contine ( 38 ) 
in aa lower position ; 

e . means for teodback of the fubhance of the tocondary 
stago ( 2 ) , partially to the primary sago ( 1 ) and partially 
as a bypad volume to the secondary stage ( 2 ) to in front 
of the pump ( 44 ) which conveys from the collecting code 
taider (31) for the primary stage ( 1 ) to the secondary stage 
( 2 ) and to this collocting container (38 ) 

f, a level control in the containor ( 38 ) for the overton 
volume of the primary stuge ( 1 ) via the bypam volume to 
the secondary sage (2 ) ; 

F . Atens for momuring the lovel in the foam channel 
(72 ) of the condary stage ( 299 ) in front of a drainage 
woir ( 70 ) of the letter, offering a second monuring nito ! 
and control of the ratio of feedback volumo ducted tront 
tho primary tapo ( 1 ) and of the bypon volimo poing to 
the acondary AO ( 2 ) dopoodance of sald woood 
monario del 


T 


- 


- 


- 


IDA) 


FIGI 
( Compl . Spoca . : 17 PhD 


Drge : 6 boota ) 


( Comel Speca t 


ayong 


Drgne : 1 thout ) 


C . : 198 B - 

. 179995 
Int. cl. B 03 D 1 /14 

" A DEVICE FOR REGULATING A FLOTATION SYS . 
TEM WITH A PRIMARY AND SECONDARY STAGE." 

Applicant : J. M . VOITH GMBH , OF ST. POLTENBR 
STR 43 , W . 7920 HEIDENHEIM , GERMANY 

Inventor : 1. PETER SCHWEISS, 2. HANS-DIETER 
DORFLINGER 

Application No . : 467 / Call / 93 filed on 16th Auguel, 


A . : 6 A 4 

179800 
Int . a . : P01 N 3 /02 

" A HIGH EFFICIENCY EXHAUSTER FOR USE IN A 
SOLID FUEL PULVERIZER FIRING SYSTEM ." 

Applicant : COMBUSTION ENGINEERING , INC ., OF 
1000 PROSPECT HILL ROAD , WINDSOR , CONNECTE 
CUT 06095, UNITED STATES OF AMERICA . 

Inventory : 1. STANLEY EDWARD KMIOTEK , 2 
PETER LEONARD STANWICKS. 

Application No. : 605 /Cal / 1993 flod on 12th October . 
1993 . 

Appropriate office for opposition proceedings ( Rulo 4, 
Patonta kula , 1972 ) , Patont Ofco , Calcutta . 


1993 . 


Appropriato otico for oppovtion proceeding 
Patents Rule , 1972 ) . Patent Office, Calcutta . 


( Rulo 4 , 


3 Quas 


, Claim 


A dovia for regulating a fontation system with a primary 
and secondary stage wherein the control system for a pri 
mary stago ( 1) compriang primary colls fitted with # tor 
poctivo toan overflow u . well as respoctive communal over 
flow channel for all collo, and downstream of tho lattor for 
a toatation plant comprising socondary cells for the over 
flow volumes with overtow channel of a socondary tapo 
( 2 ) with the food volumo being at according to the produc 
tion input, and the cold control system comprises 

a . Means for getting a then unchanged overflow height to 
the tour channel ( 12 ) in the primary stage ( 1 ) . 

6 . mear for slowlag the foam and measuring the moving 
boight to the foam cbandol ( 12 ) of the primary stane ( 1 ) 
offerings first measuring spaal whereby . 

c. in dependence of tho first measuring signal of the 
substance volume of the primary stage ( 1 ) to an ag near me 
poselble or virtually constant sowing height of the foam 
channel ( 12 ) In the primary stape ; 

Characterised in that 
97 V 


A high citiciency oxhaosor for und in wolld fac pulverton 
Aring system comprislag : 
. & a quat ; 

b . an inlot ring mounted on vald casing for introduclat 
889 -entrained pulverized solid fuel into said caring ; 

c . rotor mounted within sald casing for rotation relativo 
tberato in . first direction ; 

d . a multiplicity of blades oach having ono end theroot 
mounted on the circumference of said rotor in spaced rela + , 
tion one to another to that cach of sald multiplicity of 
blader extends in a direction counter to the direction d 
rotation of sako rotor and at an angle preestablished ro ar to - 
optimize the effcloncy of the birth efficiency exhaustor , to 
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L 


. . 


. 


Nathi and the width of each of mid multiplicity ofblades 
BOA detartpined by thb - quantity of How , SAT C prosura Ada 
Hopse power of the high eficiency exhauster and 3 . . 

e, an outlet formed in said casing for discharging .. there 
through from the high effidency exhauster gas- entrainod 
pulverized solid fuel after the passage thereof , through sald 


mega watt ge ; ( 7 . Apd sportdary off premure (SOP ) er (8 ) 
and combloed output of MW * controller ( 6 ) and a Accondary 
oll pressure set 18 ) is fed to SOP high / low limit check ( 9 ) 
and connected to an actual signal processor ( 10 ) and a SOP 
controller ( 11 ) , the output of said SOP controller ( 11) is 
ponnected 0 4 power interface board ( 12 ) and to a speeder 
motor ( 16 ) , the said spoeder inotor ( 16 ) , alongwith signal 
from existing frequency feedback ( 18 ) connected to a speed 
governor ( 17 ) to control the speed of the turbo generator 
(1, 2), 


mo 


LL 


TAR 


VL 


ULTAT 


2 . 
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Flg . 10 


( Compl. Speen . : 17 pages ; 
(Provl. Spein , : 9 pages ; 


Drgos . : 6 shoers ) 
Prgas sheets) 


FTO 


( Compl. Speco .. :. 30 pagos ; 


Drgas , : S Sheets ) 


al. $ 108 B 1 

179998 
Int. 01. ; C 21 B 13 /00 

“ PROCESS FOR PRODUCING PIG IRON FROM IRON 
ORES , AND APPARATUS THEREFOR." 

Applicant & Inventor : BODGAN VULETIC , OF BILKER 
STRASSE 19 , D - 40213 DUSSELDORF FEDERAL RE 
PUBLIC OF GERMANY . 

Application No . : 737 / Cal / 1993 filed on 30th November, 


1993. 


a . : 190 B & C 

179997 
Int:- 0 .* : F 02 C 09 / 28 

" A CONTROL SYSTEM ." 

Applicant ; THE TATA IRON & STEEL COMPANY 
LIMITED , OF COMBAY HOUSE , 24 HOMI MODY 
STREET, BOMBAY-400 001, INDIA . 

Inventorg : 1. VINOD KUMAR , 2. KUNAR RANIAN . 
CHATTERJEE , 3 . SUBIMAL BIKASH CHAUDHURY, 
4 , RAJIV SURI. 5. GHANSHYAM ACHARYA , 6 . 
PURSHOTTAM THAKUR 7. UMA SHANKAR 
8HARMA 

Application No . : 646 / Cal/ 1993 filled on 27th October, 
1993. 

(Complete specification lett after provisional on 
27- 1- 1993 ). 
: Appropriate office for opposition proceedings ( Rule 4 , 
· Patonts Rules . 1972 ) , Patent Ofico , Calcutta , 


Appropriate office for opposition proceedings ( Rulo 4 
Patents Rules, 1972 ) , Patent Office , Calcutta . 


- 





" 





. 


58 Claims 
Process for produciog pig iron from irod oros , in which 
the iron ores and optionally added additives such as limç 
stone, dolomite and quartz travel from the top dowpwards 
throogh a reduction unit through which a hot reduction pas 
containing carbon monoxido and hydrogen Hows from the 
bottgin opwards via a soccession of oblique trays which are 
staggered in a cascade - like mapnçr , and the reduction pro 
duct is drawn off at the bottom end of the reduction unit, 
the reduction gas being generated in a gas generator , by 
partial oxidation of carbon curriers or by cracking of natural 
guy or petroleum , characterized in that : . 


12 Calms 


a 


for the purpose of reducing iron Ores having at least 4 
high proportion of dust - liko and / or gtanulas iron ores, tho 
iron Oros and Optionally said additives are passed dowo 
wards in the reduction upit via gas distribútor trays ; and 


A control system having a single loop controller (20 ) , lo 
control the output of a turbo generator ( 1 , 2 ) under a wide 
range of demand and gupply fluctuations comprhing . a 
generator ( 2 ) operatively connected to a stoam turbine ( 1 ) 
and to a main gteam valve ( 19 ) for steam from bojler , the 
output of tho said generator ( 2 ) is counöcted to a load 
demanded ( 3 ) and power ssytem ( 4 ) And the input end of 
the turbo -generator ( 1 , 2 ) connected to the said main steam 
valve ( 19 ) , and a speed governor ( 17 ) , the said speed 
governor ( 17 ) is connected to existing frequency feed - buck 
( 18 ) and the spoeder motor ( 16 ) characterised in that tho . 
sald slogle loop controller comprisco mega watt actual 
demanded (5 ) connected to moga yatt controller (6 ) : 2 , 9 


the iron ores and optionally the additives are introduced . 
sorted into - fractions according - to grain size , into the systen 
of gas distributor trays, which is located in the reduction 
vnit in ach - a way that the course fraction of the iron opos 
und optionally of the additives is introduced into the top 
sec . in of the reduction unit and the fine fraction of the 
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itop oro ind optionally of the additives is introduced into 
the middlo zono or in the middle and bottom zonos of the 
Acduction unit . 


80 A to majatalni tension in a variablo length of wrapping 
modiu extending in a tortuous path about the respectivo 
training rollere. 


I 


h . 


( Compl. Specn . 17 pages ; 


Drg9 . 4 sheets ) 


(Compl . Specn , : 44 pages : 


Drgos. : 3 shcota ) 


Cl. : 32 F 26 

180000 
Int. Cl. : C07 H 19 / 06 

PROCESS FOR PURIFYING AND ISOLATING 2 
DEOXY - 2 -DIFLUORONUCLEOSIDES. 

Applicant : ELI LILLY AND COMPANY, OF LILLY 
CORPORATE CENTER , CITY OF INDIANAPOLIS , 
STATE OF INDIANA , UNITED STATES OF AMERICA 
Inventors : 

(1) TA -SEN CHOU 
( 2 ) LAURIE MICHELLE POTEET 

( 3 ) DOUGLAS PATTON KJELL . 
Application No. 1454 / Cal ; 1995 filed on 14th November, 
1995 . 

Appropriato Office for Oposition Proceedings ( Rule 4, 
Patent Kule 1972 ) Patent Office Calcutta . 

5 Claim . 
1 . A procon to purify and isolato a 2 -Deoxy- 2 , 2 -Difuo 
ronucloosldo comprising : 

2 . providing a mixturo containing R " and a beta -4domer 
enriched nucleosido of tho formula 


. : 143 D 4 

179999 
Int. a . :. B 65 B 25 /24 

WRAPPING APPARATUS. 

Applicant : JOHN LYSAGHT, OF S5 SUSSEX STREET . 
SYDNBY , NEW SOUTH WALES , 2000 , AUSTRALLA , 
AND K . C . METAL PRODUCTS PROPRIETARY LIMIT 
ED , OP 24 COLLINS ROAD , DROMANA , VICTORIA , 
3936 , AUSTRALA. 
Lovatont : 
. ? ( ) KENNETH DAVID CLEANE 

. 
(2 ) JOHN GERARD VENTURIN . 
Application No. 856 / Cal / 1992 filed od 24th Novomber, 
1992 . 

( Convention No. PK 9726 on 27- 11-91 & . PL 1886 on 
13 -04 - 1992 in Australia ) . 

Appropriato Ottice for Oposition Proceedings ( Rulo 4 , 
Patdak Kulo 1972 ) Patent Ofico Calcutt. 


. 


( DB ) ; 


12 Claims 


whilerola pach X is independently colected from hydroxy 
protecting groups and R 10 e nucleobase of the formula 


Wapplag apparatue compreing a loop structuro defining 
2 dose track , buttlo , abło to ride ground . wild track , 
di Morus on meid shuula, ablo to bold , coll of a 
phblo koplog modium and anabling medium to be drawn 
Lom . tho all , and wart piece support moans able to sup 
port * tido to be wrapped with at least & part of tac 
artido p ounded by sald track ; wherein tuid loop stric 
tarotbackides * ; gato portion that may be moved to an open 
position to creat: 2 . 849 in , said track and then roturaed 
to i doved position to - eliminato mid gap , whereby 
an noua article may be linked with said track , sald 
shuttle carton : tako up Acousgulator noape , which is ablo 
to accommodate , and maintain tension in a variablo quan 
tity of down off . medium prior to its application to the 
artidor - comprising # plurality of fixodly positioned training 
rollets, plurality of yiöldably positioaod - training roller 
and onthog mans rostliently loading tho yieldably posla 
tioned callors away from the fixedly positioned rollors , 
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( PART - SEC 2 


protecting group ; and R " Ik I 


LAST OF CESSATION 


. 


where is an amino 
nucleobase of the formula 


159340 159395 159425 159435 159499 159311 159512 

159520 159557 159625 159652 159669 159725 159752 
· 159811 159885 159908 159929 159938 159941 159981 

159983 159999 160046 160060 160092 -160133 16015 ) 
160298 160299 160302 160322 16033 ? 160427 160485 
160490 160491 160495 


PATENT SEALED ON 05- 12 -97 


wbort W is an amino protecting group of hydrogen ; in 
i high boiling solvent such as horein described ; 


(b ) dlluting the mixture with an organio solvent select 

ed from the group consisting of ethors , estors and 
Ditriles ; 


174355 174360 177620 * D 177657 * 178078 178336 * 178363 - 
178364 178365 178366 * 178367 178368 178369 * 178370 
178371 178872 * 178373 178374 178375* 178376 * 178377 
178378 * 178379 * D 178380 178381 178382 178383 178384 * D 
178385 * D 178386 * D 178387 * D 178388 * D 178389 * F* 
178390 * F 

CAL -11, DEL -22, MUM -01, CHEN -NIL . 


( c ) adding the diluted reaction mixturo to aqueous 

acid such as hercin described ; and 


( d ) holding the acid mixture 60 prepared at 2 tempera 

ture from 70°C to 100°C until the product of for 
mula : 1B , where W is now W , bas precipitated , it 
desired the purificd formula 1B is deblocked to 
from the nucleoside, 


* Patent shall be deemed to be ondorsed with words LIN 
CENCE OF RIGHT Under Section 87 of the Palonts Act.. 
1970 from the date of expiration of three years from the 
dato of scaling 


( Compl. Speca . 115 Pages ) 


D - Drug Patents 
F - Food Patents . 


REGISTRATION OF DESIGNS 


CLAIM UNDER SECTION 20 ( 1) 


Tho Bollowing designs have been regisiered . They are 
700 open to inspection for period of two years from the 
dato of registration except 19 provided for in Section 50 of 
the Designs Act, 1911. 


In pursuance of Icavo granted under section 20 ( 1) oť 
the Patents Act , 1970 application No. 263 /Cal /92 ( 177527 ) 
mado by BF Integrated Business and Financo S . A , has 
boon allowed to proceed in the name of process Nowplast 
Holding N . V . 


Tho date shown in the cach entries is tho dato of the 
registration included in the entries. 


Clan 


1. No . 171359 , India Foils Limited , of 4 , Mangor 

Lang, Calcutta - 700001, West Bengal, India , uz 
Indian company, " Roll Stack" , 17th May 1996 . 


RENEWAL . 


Class 1. Nos. 172108 & 172109, Kabushiki Kaisha Toyodit 

Jidoshokki Scisakusho, a Japanese company of 
2 - 1 , Toyoda -cho , Kariya -shi, Aichi- ked , Japan 
and Kanpatsu Kogyo Co , Ltd . a Japanone com 
pany of 1 -18 , Deguchi 1- chomc, Hiratata -shi. 
Osaka -fu , Japan , " Lappet for spinning 
Machino ", 6th September , 1996 . 


176926 177138 176364 175421 175242 175263 170499 
175907 176107 176956 177829 171768 174045 177737 
166907 166908 175385 172845 176117 162463 158766 
176927. 176966 177861 177863 · 177869 177868 163499 
175423 174428 177731 1.76895 176958 173888 171183 
177828 177822 177823 177827 177908 177971 168841 
170497 171579 178573 , 171327 171329 171532 171762 
171763 172032 173467 173735 175479 176383 176379 
176899 176900 177161 173734 172672 176194 176186 
170143 177072 173438 175984 173744 185032 162970 
164949 164950 165990 168672 166461 168330 177598 
173210 


Class 3 . Nos. 172197 to 172199 , The Protecter & Gamblo 

Company , a corporation organized uodet tbs 
laws of the State of Oblo , U . S . A ., of One 
Procter & Gamble Plaza , Cincinnati , Stato of 
Ohio , United States of America , " Tooth Brush " . 
17th September 1996 . 
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C lass 3. Nog. 172152 to 172155, Mehta HWA " Fuh Plastica 

Pvt . Ltd ., an Indian company of Chemox House , 
2nd floor, 7 Barrack Road . Mumbai 400020 , 
Miharashtra , Indil " Folder " , 16th September 
1996 . 


Class 3 , No. 172756 , TTK Prestige Limited , having ito prin 

cipal place of business at 11th door, Bridge: 
Towers , No . 135 , Brigado Road , Bangalore 
560025, State of Karnataka, India , " Wooden 

Pack " , 3rd December 1996 , 
Class 5. No. 172760 , TTK Prestige Limited , having itu 

principal place of business at 11th floor, Brigade 
Towers, No. 135, Brigade Road , Bangalore 
360025, Stato of Karnataka , . Lodra , " Four Sida 

Transparent Package ", 3rd December 1994 
Clu da 10 , Nos. 172102 to 172105, Kripal Agency, an Indian 

pastoorship firm of Adresa Hing Ki Mandi, Agra 
3 , Uttar Pradesh , India . " The Solo of Footwear " . 
4th September 1996 . 


Clans 3 . Nos. 171919 & 171520, Fernhill Luboratorics & 

Industrial Est. of Nilgiri House , 1st floor , 177 A , 
Cadel Road , Mahim , Mumbai-400 016 , Maha 
Tashtra , India , on Indian partnersbip firir, " Bottle 
without Cap” , 14th June. 1996 . 


Klasa 3. No, 171358 , Lidia Foils Limited , of 4 , Mangoo 

Lane, Calcutta - 700001, West Bengal, India , “ Roll 
Stack "? 17th May 1996 . . 


T . R : SUBRAMANLAN 
Controller General of Patents , Designs 

Irado Marks 
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